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®WOMPANY PROFILE

Overhead Line Stringing Materials Manufacturer

NINGBO LINGKAIELECTRIC POWER EQUIPMENT CO., LTD. isa Chinese
key enterprise that specializes in the production of power transmission
equipment. We supply 23 complete categories containing over 2,000 kinds

of products, including various winches, stringing block, gripper, compression
joint and shearing devices, cable installation machine, and cable tools,

among others. Our quality equipment is applicable to foundation construction,
pole and tower erection, overhead transmission lines, electric or fiber optic
cable construction, as well as many other fields.

Ourcompany can trace its roots backto 1988. Since we began, we have

continued to be ranked first among all Chinese power transmission...
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Stringing Blocks

750 mm Large Diameter Stringing Block

Number of
[tem number Model Rated load {kN} | Weight {(kg) Features
sheaves
0018 SHDN7/D0 1 20 30 MC nylon sheave
0019 SHSQNS0 3 40 95
MC nylon sheave
0020 SHWQN750 5 &80 140

Moted:

1. Maximum suitable for conductor ACSRE30

2. Sheave dimension {outside diameter X root diameter X sheave width)
T50X640X110mm

822mm Large Diameter Stringing Block

ltemn Mumber M odel Mumber of Sheave Fated Load (kM) Wielght (kg Features
g Bk SHDMEZ2Z 1 a0 41 MO nylon sheave
0022 SHSQMNE2Z 3 = 118 Middle: cast steel sheave
00323 SHWOMNE 22 5 1210 180 Conductor: MC nylon wheel
SHO899 Middle: cast steel sheave
s + k2l 285 Conductor: MC nylon wheel

Notes:

1 Maximum suitable conductor ACSREEE0

2. Sheave dimensionfoutside diameters root diameterx sheave width ) @E22x @7 10x110
3. Rubber lined MC nylon sheave for conductor can be customized.

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




007

916mm Large Diameter Stringing Block

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Stringing Blocks

ltem Mumber Model Mumber of Sheave | Rated Load (kM) Welght (kg Features
0025 SHDMNS1E 1 500 53
0026 SHSAMNY1E 3 5 120 MC nylon sheave
0027 SHWANS 16 3 150 200
Notes:

T Maximum suitable conductor ACSRE 720,

2. 5heave dimension{outside diameterx root diameterx sheave width) @916x@E00x110(mm)

4 The middle sheave can be customized as cast steel sheave

1040mm Large Diameter Stringing Block

ltem Mumber M odel Mumber of Sheave | Rated Load (kM) Welght (kg Features
0028 SHDM 1040 1 a0 G0 MO nylon sheave
0029 SHSQMN1040 105 200 Middle: MC nylon sheave
0030 SHWOMNT040 180 330 Conductor: rubber coated nylon sheave
Motes:

1 Maximum suitable conductor&CsSE 1120,

2. sheave dimensionfoutside diameters root diameterx sheave width) @1040xEG900x 125 mm )
2. The rubberlined MC nylon sheave are completely lined,half lined sheave can be customized

1160mm Large Diameter Stringing Block

ltem Mumber Model Mumber of Sheave Fated Load (kM) Wielght (kg Features
0031 SHDM 1160 1 G0 Go Middle (MC nylon sheave
Middle :MC nylon sheawe
0032 SHSUNKI160 3 120 2210 Conductor: rubber lined MC nylon sheave
Motes:

1. Maximum suitable conductor ACSE 1250
2. Dimension of block for conductor (outside diameter= root diameter = sheave width) @1T160=D21000=150{mm ).

3. Dimension of block for steelwire rope {(outside diameter=< root diameter = sheave width) 11603 1000=130(mmJ.
4. The rubberlined MC nylon sheave is half lined,

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Stringing Blocks

Single Sheave Stringing Block

lterm Mumber Model Sultable Conductor] Rated Load (kM) Welght (ko) Remark
53 SHD-120=30 LizJ2 G20 3 T
0054 SHD-160=40 LGt 5= 21 10 Ao
SS SHD-200=40 L& 5240 15 4
0056 SHD-200=x60 LGJ150~240 T2 4.6 Aluminum sheave
0057 SHD-250=60 LGJ300~400 20 G
0058 SHD-320=60 LG J300~400 200 9.4
005y SHD-400=80 L GJ400~500 200 15
0060 SHDMN-120=30 LGJ25~70 3] fle
0061 SHDOM-160=40 LG J95~120 10 D
0062 SHDMN-200=40 LGJ150~240 b 2ok
0063 SHDMN-200=60 LG J150=240 T 4

Mylon sheave

0064 SHDMN-250=60 LG J300~400 20 4.5
0065 SHDMN-270=60 LGJ300~400 200 5.6
0066 SHDMN-320=60 LG J300~400 200 B F
0067 SHDMN-400=50 LG J400~500 2] 12

Notes:

1. The product is classified as hook style and clevis style

2 More specification can be customized,

Hold Down Wire Block

tern Number ig;ﬁ;{m Rated Load [ kN ) Weight (Kg) Remark Sf“;ﬁf;g'?r;”riger

0063 =L GJ400 10 5 Aluminum coated glue G308 T D20477 5
a0s4 ZGJ120 10 200 >teel sheave GI0ETD204*7 5
a0y o LG JT20 25 16 M nylon P400*D300*30
0D =28 A0 A5 Steel sheave GI08*P208*110
ooy 2 =L GJT 20 34 MiZ nylon sheave G303 P208*110

ks

o)

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Stringing Blocks

Universal Hook Style Pulley Block

Dutside diameter

ltemn number Model <width (mm) Fated load (kM) | Weight (ka) Femarlk
0073 SHC-50=50 P E0 =50 = 1.4
0074 SHC-120=30 P120=30 % 2] _
Aluminum sheave
0075 SHC-160=40 G 16 0=40 10 28
0076 SHC-120=58 P120=58 20 250
oov7y SHCMN-80x50 PE0=50 o 1.4
007 & SHCM-120=30 P120=30 5 1.6
Mylon sheave
007y SHCKM-160=40 P160=40 10 2
O0&0 SHCOM-120=58 $120=58 20 e

Earth Wire Stringing Block

ltemn number M odel Max. Applicable Stranded Wire  |Rated load (KN Weight (kag) Femark
0081 SHT-120=30 S 5 e
00a 2 SHT-150=32 ZJ70 10 > _
Castiron sheave
o0& 3 SHT-165=50 5120 21 4.5
00&4 SHT-200=60 GJ150 20 e
0085 SHTM-120=30 HckdD 5 1.6
O0EE6 SHTMN-120=32 70 10 !
Mylon sheave
o0&y SHTM-165%=<50 5120 20 S
00&s SHTMN-200=E60 J150 20 28

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Stringing Blocks

Hoisting Tackle

NLljtrirQer RN gﬁ;izr of Rat?deL)Dad Sgehaeuaevg)%iedrtﬁiﬁnmrﬁer Rap(em[)rri]a}lmeter Weight (Kq) E;ﬁ?gpe
00s9 QH1-1K 1 10 G100=x31 o7 .7 2ol & | K
0oso0 QH1-2 2 10 DE0=28 uals 2.8 G | H
0091 QH1-3 3 10 G80=27 uily 4.1 & | R
0og2 QHZ-1K 1 20 $120x35 G393 4.2 o | | B
0093 QH2-2 2 20 P100=3 1 PFF 4 2 & | H
o094 QHZ-3 3 20 G100x31 7.7 6 & | H
0095 QH3-1K 1 30 ®150x39 11 7 5 | B | B
0096 QH3-2 2 30 D120=x35 G393 53 & | H
ooay QH3-3 3 30 G©100=x31 7.7 Bin & | B
0098 QH5-1K 1 50 P166=40 13 9.6 | B | B
00g9g QH5-2 2 50 $150=39 11 10.8 G | H
0100 (QH5-3 3 50 G120=35 G493 i Z | H
0101 QHE-1K 1 g0 ®205x50 P17 125 5 | B | B
0102 QAHE-2 2 g0 P 166x40 $13 1 @ | H
0103 QAHE-3 3 g0 $P150x39 11 il & | K
0104 CHT0-1K 1 100 D246=60 185 25 G B
0105 QH10-2 2 100 P 166x40 ¢ 13 18.5 H
0106 QH10-3 3 100 $d150=x39 11 20 H
0107 QAHTS9-1K 1 150 BP280x65 $21.5 34 =
0108 QH15-2 2 150 G205=50 17 22 H
0109 QH15-3 3 150 ®166=40 G 13 26 H
0110 QH15-4 4 ERE ®150x39 11 30 H
0111 GH20-4 4 200 P205=x50 17 50 H

Uses:Toerect pole and tower line construction, hoist devices etc
Features:Hoisting pointtye hoolk style( ), round eve style (H], clevis type (B)

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Dual Sheave Hoisting Tackle

Stringing Blocks

ltem Mumber M odel Fated Load (kM) Diameter of Rope (mm ) | Welght (kg) | Hook Style | Ring Style
0112 LAHZ2-3 At =Py 3 6.3 (5 H
0113 LOHSZ-5 50 R 11 (5 H
0114 LQHZ2-8 o1l 213 16 (5 H
3115 LHS2-10 100 =313 18 (5 H

Uses:The block has openingsin both sides, so it is convenient to assembe and disassemble the steel wire rope.

Features:Hoisting pointtype: hook style (G ), round eve style (H)

Grounding Block

ltem number Model Roptammerer Max. cable diameter M atarial Applizatts Wisight (kag)
of sheave of sheave cable
0116 =JL-100 Pl G P35 Cast aluminium Conductor 3.5
0117 =dld 8- 100 PoE PdE i 5
0118 =JT-100 P a0 PEE Cast steel ateelwire rope, earthwire 37

Uses:To eliminate induced static electricity in conductor or grounding wire spread whentensioning erect wires.

Motes: Grounding wire and grounding pile provide additional [y,

Add Quality, Addvalue in Power Transmission Ling

Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Stringing Blocks

Hook Grounding Block

ltem number Model FUOL RIS Max. cable diameter Applicable cable Yweight (kg)
of sheave
01184 =HL7SD 7o Alminium Conductor i 5
0120 SHLISDA i
0121 SHGEOD PG Steel Steel wire rope, earth wire 3
0122 SHGEODA Bk
Motes:

1.To eliminate induce electricity in conductor and grounding wire when releasing wires,
ZMounted on the outlet side of tensioners ortheinlet side of puller, and drawn by iwo stay wires,
A.Tr-sheave mechanism compacted automatical ly.

d.Maximum allowable current is 1004 time electrified is 0.1 second.
Itis recommended that section of mating conductoris 25 mm?2

C : "\ P
378

Hoisting Point Block

Item number: 07123

Rated load (kN): 50

Uses: serve as poising block in multipoint method crane.,
Features: light, easy operation and heavy duty.

High Speed Turning Block

Cutside diameter | Width of

ltem number Model Rated load (kN ) ot sheavs i) sheave (mm) Weight (ka)l Remark
Ertad THZ1-5 &b $308 ik 22 steelwheel
g THZ1-16 160 PEO g2 1S =teelwheel
A TREA=81 300 DU TR 200 =teelwheel

Uses: Toturnwire cable intensioning erecting wires, can pass through cable connecter.
Maximum allowable speed of hauling rope is S0m/min

Support Roller

ltem number hodel Ratedload (kMN)|VWeight (ka)l Remark
2F THT4-1 10 10 Four sheaves
0128 B v v i 10 16 Cirum

Uses: It prevents the conductor or earth wires from the ground to scuff it.

Line-up several supporting conductor puller when using to support
the conductor or earth wires to roll on it.

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Earth Drill

Fated Ereakin W aximum Lenagth .
NLtriEer Model || sad (kny | Load (I«{NQ) Depth {rmm) (mr?w) Weight (kg)
0129 SDZ1 10 20 1100 1300 10.2
0130 SDZ2 30 50 1500 1710 14 6
0131 SDZ3 50 100 1500 1710 21

Uses:This earth drill is extensively used forthe
temporary anchorage in line construction.

Ground Anchor

NLtrirger el ?!rﬁa{iﬁ ]IF’I_JIImg EZEE&IEW : D'mE”S'DHS E:mm) —] Weight (kg)
LFfs2 SDOM3 30 1.8 =00 250 it P25 22D
5 et SOmM S 50 1.8 Y0 270 180 P2 & A0
0134 =DM A0 eI 2.0 1200 290 #A P36 #4e
S =0OM1B 160 ko 1400 00 2585 ThS

Uses:VWheninuse, ourproduct will be firstly buried under a certain depth of
ground anchorpit. Mext, the stranded wire or steel wire rope fixed on this
product will be obliquely led out from the pre-dug ridingtrack. Afterthe hole
15 filled with soil and then the soil is tamped down, this product can bearthe
load. A
| \ | ]
|

. . )th ) l
S B |-

ltem Mumber Maodel Allowable Axial Load (kM) | Weight {ka/m )
0136 LEMNXG120-9 g
D137 LENXG120-10.5 B S
0138 LENXG150-8 1% 5
0139 LENXG150-10.5 11
Uses

Ouraluminum alloy tubular gin pole is frequently used for hoisting and erecting
the pole and tower during the construction oftransmission and distribution lines.
Its safety factoris 2.5,

Including 2 sets waist loop

Add Quality, Addyalue in Power Transmission Ling
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Aluminum Alloy Inner-Suspended Lattice Gin Pole

ltem Allowahle Cross _
hModel Length _ _ Welght |Remarks
Mumber axial load section
0140 LEBMX250-8 & A
0441 LENX250-9 o 29
0142 LENAZ2S0-10 jiid 23 Single
0443 LEMNXZ250-11 1 19 pulley,
[(I:250 105 _
0144 LEBNAZ50-12 12 16 Zsetswalst
01445 LEBNX250-13 13 i loop
0146 LEBMNAZ250-14 14 1
0147 LEBNAZ250-15 15 10
0148 LEMNAXI00-11 15 29
0149 LEBNX300-12 12 24 "
QA5 LEBMNAI00-13 12 22 Double F
s LEMNAXI00-14 14 18 pulley,
(1200 11 _ ."
3k K35, LEBMNAZ00-15 { o 16 Zsetswalst
BESS LEMX300-16 i3 13 loop
0154 LEBMNAI00-17 i 12
RS LEBNAXI00-18 18 T
0456 LBRX350-11 Tl 4100
kg LEBMNX350-12 i 25
0158 LBNX350-13 13 30 Double
01459 LEBNAZIS0-14 14 24 pulley,
(1350 159 :
0160 LEBNX350-15 15 21 25ets walst
WhEs LEBNAZS0-16 16 19 loop
QE2 LENX350-17 1 ) &
0163 LEBNX350-18 18 {25
0164 LEBMNX400-12 Jie 43
dkikesa LEBMNX400-13 557 38
U166 LEMNAA00-14 14 aa
Double
0167 LBNX400<15 15 28
pulley,
0168 LENA400-16 16 25 (1400 14 .6 .
Z2sets waist
0169 LEBNAL400-17 1 F B 555
hirEn LEMNXA00-18 18 19
017 1A LEMNXA00-19 19 16
i 7t e LEBMNA400-20 20 14

Uses: To assemble and erectthe tower and pole intransmission and distnbution construction.
Motes:

1. Use high strength angle aluminum alloy as mainmaterials, steel parts are galvanized.

2. The safety factoris 2.5

3. Including 2 sets waist loop

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Aluminum Alloy Inner-Suspended Lattice Gin Pole

ltem Allowable (Cross _
hModel Length _ _ Welght |Remarks
Mumber axial load section
5 BT LENXS00-14 A, 14 LR
% W LEMXS500-154 45y o
014 LBMX500-164 16 G4 .
Single
e LEMNXS500-17 A i S
pulley,
0176 LENXS500-184 18 500 EI5E40 18 _
Z2setswaist
e LEMNXS500-194 19 45 -
Shiras LEMNXS00-20A4 20 41
0179 LENXS00-21A4 2 G
0180 LEMNXS500-22 4 2 Syl
01381 LBMXS00-178 17 88
0182 LENAS00-18E 18 T
0183 LENASZ00-19E8 19 TEE
Coub e
0184 LEMASZ00-20E 20 G5
pulley,
0185 LEMNAS00-218 21 518 (1500 23 _
Zoets walst
0186 LENMAS00-248 22 56 R
0187 LEMNAZ00-23E 23 B
0188 LEMXS00-24E 24 T
0189 LEMNAS00-25B 5 472
0190 LENXE00-17 A T T
0191 LENMXEOD-18 A 18 Fis
0192 LBMXE00-19A 19 G5
Dioub e
0193 LEMNXE00-20A 20 G0
pulley,
0194 LENXE00-21A4 21 55 L1600 20 .
Z2sets walst
0195 LBMXB00-224 P 49 iR
0196 LENMXE00-23 A 23 45
0197 LEMNXE00-24 A 24 41
0198 LENXE00-254 25 38
0199 LEMXEQ00-1TE 17 119
0200 LENMAE00-18E 18 111
0281 LENAE00-19E8 19 104
Double
02072 LEMAED0-20E 20 94
pulley,
0203 LEMXEO0-21E 21 85 L1600 24 .
Zsets walst
0204 LENMAED0-22B P IS 66
0205 LEMAEDD-22E 23 Sl
0206 LEMAED0-24B 24 G4
0207 LENMAEO00-25E 25 58

Uses: To assemble and erectthe tower and pole intransmission and distnbution construction.
Motes:

1. Use high strength angle aluminum alloy as main matenals, steel parts are galvanized.

2. The safety factoris 2.5

3. Model whose postfix "A" means itis universal and "B" means strengthened

Add Quality, Addyalue in Power Transmission Ling
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Aluminum Alloy Lattice Single Gin Pole

ltem ) B All_awable Crﬂgs Weight
Mumber axial load section
0208 LED250-8 g S
02089 LEDZ2S0-9 9 24
0210 LED250-10 10 23
i LED250-11 il 19
] 2 LED250-12 s 16 =230 L
B LED250-13 3 i
0214 LED250-14 14 13
L2240 LBD250-15 1o 10
(25 LED300-10 10 S
L2 LED300-11 11 30
0218 LED300-12 12 24
02189 LED300-13 15 N, (1300 1
0220 LED300-14 14 18
0221 LED300-15 15 16
B0 LED300-18 16 13
23 LED3S0-11 i 410
0224 LED350-12 2 G
25 LED350-13 13 30
0226 LED350-14 14 24
[ LahD s
0227 LBLES0=15 15 o
0228 LED350-18 16 19
0229 LED350-17 17 1.7
250 LED350-18 18 15
0231 LEDA00-12 A, T2 43
1237 LED400-13 A 15 38
0233 LED400-14 A, 14 32
0234 LED400-15A, D 28
Bt LED400-16 A4, 16 i o4 00 14 .6
(285 LED400-17 A i 22
Gi2ay LED400-18A, 18 19
0238 LED400-19 A, 19 16 7
02389 LED400-20A, 20 14
0240 LED400-12E 12 G5
0241 LED400-13EB Tia 47
0242 LED400-14B 14 ik
(0243 LED400-15E 15 44
0244 LED400-16EB 16 38 L1400 16,5
0245 LED400-17 B T 85
0246 LED400-18E 18 300
0247 LED400-19E 19 25
0248 LED400-20E 20 i

Uses: To assemble and erectthe tower and pole intransmission and distnbution construction.
Motes:

1. Use high strength angle aluminum alloy as main matenals, steel parts are galvanized.

2. The safety factoris 2.5

3. Model whose postfix "A" means itis universal and "B" means strengthened
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Aluminum Alloy Lattice Single Gin Pole

ltem ) B All_awable Crﬂgs Weight
Mumber axial load section
0249 LEDS00-14 A 14 h
0250 LEDS00-15A4, e 70
(251 LEDS00-16 A, 16 64
0252 LEDS00-17 A, TF 5T L1500 18
253 LEDS00-18A4, 18 50
0254 LEBDS00-19A, 19 45
BE5E LEDS00-20A, 20 41
0256 LEDS00-14E 14 120 >
0257 LEDS00-15EB 15 110
0258 LEDS00-16E 16 100 <l
0259 LEDS00-17E 17 88 L1500 2 >
0260 LEDS00-158E 18 I E
0261 LEDS00-19EB 19 70 /
0262 LEDS00-20E 20 65
0263 LEDBOO-15A4, 15 87 "\
0264 LEDBOO-16 A4, 16 51
0265 LEBDEOO-17 A, 17 75
0266 LBDB00-184 18 70 %y
0267 LEDBOO-19A4, 19 65 —e00 . >
0268 LEDEOO-20A, 20 60 /‘
0269 LBDB00-21A 21 55 N
0270 LBD600-22A 27 49 >
D277 LEDBOO-15E 14 140 /
0272 LBD600-16B 16 128 N\
0273 LEDBOO-17E 14 119 >
0274 LEDBOO-18E 18 111 K
L1600 24

0275 LEDBOO-19EB 19 104
0276 LBDBOO-20E 2 94
0277 LEDBOO-21EB 2 85
0278 LEDBOO-22E e, Fils

Uses: To assemble and erectthe tower and pole intransmission and distribution construction.

Notes:

1. Use high strength angle aluminum alloy as main materials, steel parts are galvanized.

2. The safety factoris 2.9 —

3. Model whose postfix "A" means itis universal and "B" means strengthened
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Gin Pole

Aluminum Alloy A-Shape Lattice Gin Pole

lterm Length (Base Allowahle Cross _
M odel _ _ Weight (kg/m)
Mumber (m ) stroke {m) |vertical load (kN)| section (mm )
0341 LERS0O0-13A 13 4.5 162
0342 LERSOO-14 4, 14 4.4 143
0343 LERSOO-15A 15 P 136
0344 LERSOO-164, 16 5.6 125
L1500 18
0345 LERSOO-17 A, g 5.9 112
0346 LERSOO-184, 18 6.3 95
0347 LERSOO-19A4, 149 6.5 s
0348 LERSOO-20A 20 6.9 51
03449 LERSOO-13E T 4 5 206
0350 LERSOO-14E 14 4 4 234
(251 LERSOO-15E 15 B o]
D357 LERSOO-T6E 16 5.5 196
[ 3560 22
355 LERSOO-17E 1F o9 173
D354 LERSOO-18E 18 B3 gl
Hanh LERSDO-T19E 149 6.5 138
0356 LERSOO-20E 20 6.9 127
a5 T LEREOO-154, 15 B o 13
0358 LEREOO-16A, 16 & B 160
0354 LERE0OO-17 A 17 5.9 143
0360 LEREOO-184A, 18 6.3 138
L1600 210
0361 LEREOO-194, 19 6.6 130
0362 LERE0OO-20A 20 6.9 120
0363 LERGOO-21A 21 fine! 108
0364 LEREBOO-22A4 22 7.6 96
0365 LEREOO-15E 15 P BEEE
0366 LEREGOO-16E 16 o6 252
0367 LEREOO-17E TE 5.9 234
03638 LEREOO-18E 18 6.3 214
L1600 24
03649 LERGOO-T19E 149 6.5 204
T LEREOO-20E 200 6.9 1586
BT LEREGOO-21E 2 .3 168
[af2 LERBOO-22EB 7 7.6 150

Uses: To assemble and erectthe tower and pole intransmission and distnbution construction.
Motes:

1. Twokinds of head are optional: "upending style", "fixed style", please specify when placing orders.
2. Thebase of cross section 200, 350 and 400A gin pole are half-round, the others are quadrate.

2 Usehigh strength angle aluminum alloy as main materials, steel parts are galvanized.

4 The safety factoris 2.5

S Modelwhose postfix "A"means it is universal and "B" means strengthened
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Gin Pole

Steel Inner-suspended Gin Pole

- - Main materials
ltem number | Crossection{mm) | Length (m) | Allowable axial load (kM) Auxiliary materials Femarks
AT 10 349
0374 12 R Main materials: Q235
S0=50=x5 30=x30=3
WEF i L300 13 2.3 RS TR Auxiliary matenals: Q235
0376 g R
0377
b 2 Main materials: Q345
0378 13 44 S0=50=5 30=30=3 o _
Auxiliary matenals: Q235
0374 16 24
0380 L1400 L T
0381 16 & i Main materials: (1345
Ba=xB3x5 30=x30=3 . _
0282 18 45 Auxiliary materals: Q235
0383 20 o
0384 16 93
0385 18 FEC I ; :
TR Main materials: Q345
20 59 .5 Ba=E3=5 40=40=4
g o RN Auxiliary materials: Q23%
0387 23 49.5
0388 1500 24 F1.5
03549 16 149
0390 20 955 Main materials: Q345
FO=70x6 40=40=4 . _
03491 24 BE o Aluxiliary matenals: Q235
03972 28 455
0393 16 22
0394 2 141 .4 Main matenals: 1345
600 fO=70=6 40=40=4 . .
0295 2 a5 Auxiliary materials: Q235
0396 28 T2
0397 20 294
0298 2 204 Main materials: 1345
1700 Sl=E0=6 40=40=4 o _
02949 28 150 Auxiliary materials, Q235
04010 3.2 1%
0401 24 249
04072 e 22T Main materials: (1345
L1800 Bl=50=7 50=50=4 - _
0403 37 174 Auxiliary materials: Q235
0404 36 RS
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Wrench

Ratchet Wrench

ltem Mumber Specification Length{mm] Welght{kg)
0405 T4 a), 17 10) 210 0.6
0406 T 12), 2210 14) 2310 0.6
0407 T 12), 241 M 18) 210 0.6
0408 22(M 14, 24(M1E) 210 0.6
0409 ZA(MAEY, 27(M18) 310 1. 0F
0410 ZAMMAEY, 30{M20) 260 0.9
0411 2AMAE), 32(M22) 260 0.9
bl 2 2T(MA8), 30(M20) 260 0.9
0413 2T(M18), 32(M22) 360 0.9%
0414 J0(M20%, 32(M22) 360 1.4
0415 J0(M 200, 36(M24) 2B 1413
0416 J2(M22), 3B(M24) 260 g

Uses: Totighten hexagonal head bolts, speedily and conveniently.
Notes: The specification refers tothe size of opposites of hexagonel head

Open-End Wrench

ltem Mumber Specification Lengthimm) YWieightika)
0417 T4{ME ] 280 [ 2
0415 17(M 0] 280 A Es
0414 1M 12 300 25
0420 22014 321 D45
0421 241M1E) il 065
0422 27IM18) 260 1 F
0423 A0(M20) 400 140
0424 320 M22) 4010 1.
0425 SBIM 24 420 1.4
0426 A1IM2T ) 45100 1.9
0427 461 N30 450 s
0425 S0(ME3) 500 30
0424 201 M3EE) 220 3:49
0430 SISTRE Y Bl i)

Uses: Totighten hexagonal head or square head bolt,

Motes: The specification refers to the size of opposites of hexagonel head or square head.

Double Sided Socket Wrench

ltem Mumber Specification Welght{kg)
0431 16, 18 0.4
ka2 P18, M 20 0.4
0433 P20, W22 0.5
0434 M 22, W24 0.6
0435 P24, M 2T 0.8
0436 M 27, M 30 0.9
0437 P S0, M 36 1:2
0438 P3G, M4 2 s
04349 P42, MAE 2
04 0 M4E, M52 2.0
04 1 M52, MSE 2.8
04 2 MSE, MED 4.5
04 3 MEO, MBS 5.0
044 MBS, M T2 6.0

Uses: Totightenthe foundation bolts oftowerandtorque is big enough to unloose.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

ComeAlong Clamp,Hoist

Earth Wire Self-Gripping Clamps

ltem number Model Rated load (kM) | Applicable Stranded VWire | Maximum Gap (mm) | YWeight (kg
0474 SKDZ-0.5 f 5. ST 10 2
0475 SkDZ-1 10 (325 ~51 12 2
0476 SkDZ-2 20 GJ50~70 14 2.9
Q477 SkDZ-3 30 G T ~=120 16 545
0478 SkDZ-5 G0 GJ150~185 210 8.3

SKD Earth Wire Gripper

ltem number Model Fated load (kM) | Applicable Stranded Wire | Maximum Gap (mm) | VWeight (kag)
04749 S 2 10 GJ25 45 i
0480 =R 10 B30 95 25
045 1 SKDS0 1% (> J50 10 35
0482 SkDT0 200 Gl 125 50
0483 SkD100 30 J100 14 G0

Uses: Suitable forearth wire {steel or aluminium stranded).

Feature:1 Adiot akkit steel, heattreatment strengthened
2N typeclipper gap to protect skidding efficiently

Universal Gripper

ltem number hModel Rated load (kM) | Applicable Stranded Wire Weight (kg
0484 h 2000 20 G40 22 1:5
0485 3000 a0 ®160 32 2.9

Uses: suitable for steel wire, aluminumwire, ACSE and insulated conductor
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Dual Cam Earth Wire Gripper

ComeAlong Clamp,Hoist

ltem number Model Rated load (kW) | Applicable Stranded Wire | Maximum Gap (mm) | ¥Weight (kg)
0486 SKDS-1 10 s i 2.6
0487 SKDS-2 20 G- 0 13 3.
0488 SKDS-3 30 G =120 15 4.1

Uses: Forsagging ofearthires and adjustment of guy wires

Steel Rope Gripper

lterm number Model Rated load (kW) | Applicable Stranded VWire | VWeight (Kg)
043849 SkG3I0N 30 D9~11 46
04490 SKGS0N 00 R s 2 6.5
0491 SkGTON 70 D16~18 8.5
04972 SKG120N 120 S19~21 orp22~24 138
0493 SkG200M 200 G26~30 225

Uses: Appliedto frip anti-twist steel rope.

Feature:Single W Type clippergap. two side load symmetry acting force, lighten weight.
Motes:Flease orderthis product according to the specification of anti-twist wire rope.

Aluminum Alloy Conductor Gripper

ltem number M odel Fated load (kM) | Applicable Stranded Wire | Maximum ap (mm) | Weight (kg)
0494 SKL-7 7 L& I2E~FD 14 1.0
04495 SkL-15 14 LGJ95~120 18 1.4
0496 Shkl-25 5 LG B0=2410 24 3.0
0497 ShklL-40 410 LG J300~400 32 4.0
0493 SkL-504 50 LGJS00 34 6.6
04949 SkL-50B 50 LG JE30 36 6.6
0500 SkL-60 510 L7 20 38 9.2
0501 SkL-70 70 LGJ200 472 14
nE02 SkL-80 g0 | &l T an 45 18
0503 SkL-80A a0 LGI1120 45 18

Uses: Appliedto adjusting sag inerecting wire and sadaing.

Features: The productis forged of high strength Aluminium alloy, compact and light weight,

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAIELECTRIC POWER EQUIPMENT CO,LTD.  ComeAlong Clamp,Hoist

OPGW Cable Gripper

Item number Cable Diameter(MM) Rated Load (KN) Weight (KG)
05004 $o-11 12 3.8
05014, $11-15 16 5.6
05024 ¢16-18 20 7.0
05034 ¢18-22 30 7.8

Use: apply for OPGW construction, the main body is made of aluminum alloy and it can protect the OPGW effectively

Withdrawing Wire Tool

ltermn number Model Ratedload (kM) | Mumber of Teeth of Ratchet Wheel | Weight (kg) Feature
0504 SJdlA-1A 10 25 s Hool

Uses: To cooperate with conductorgrip in tightening conductor,
Features:Adopted friction mechanism tuming agilely and reliably,

Steel Double Hook Turnbuckle

tem number | Model | 25y | Mot 4 an co| Aikance (mm) | Weloht(ko) |  Featurs
05045 SJ5-0.5 & g00 200 ¥ g
0506 5Jd5-1 10 G610 2513 35
0507 =2 200 1050 340
0508 S5J5-3 a0 1350 4710 & Steel
0508 SJ5-5 o0 14410 510
0510 SJ5-8 a0 1670 S60 S
L S5J5-10 100 17410 GO0 10
0512 oS- 10 68 290 2
313 SJSL-2 200 936 200 &y _
Aluminum Alloy
0514 SJSL=3 30 1296 Fal 4.5
i} SJdSL-5 S0 1500 G300 &)

Uses: Totighten steel wire cable and stranded wires, etc.
Features:Fing structure can be customized
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Ratchet Tackle Block

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

ltem number Model |Eatedload (kM) VWeight (kg Hemark
0516 SJdS-2A 20 B Hook type wire rope sheave
A5 SJdds-14 10 3.6 Hook type wire rope sheave

Uses: Totighten steel strandedwire and Aluminium stranded wire cperations

in line construction the free stretch distanceis 1m

HSS Wire Rope Tackle Block

ltem Mumber 0518 0514 0520
Model H55408 H55416 HS5432
Rated Lifting YWeight (kM) a3 16 o

One Stroke (mm) =410 =410 =16
Diameter of Steel Wire Rope (mm) P D116 P16
standard Length of Steel Wire Rope (m) 200 20 2100

Met Weight (kg 6.5 3 25

Full Forceto Lift Rated Load (M) =343 =400 =441
Facking Size (mm) 420=106=250[530=126=x3 15660160360

ComeAlong Clamp,Hoist

Hand Wrenching Chain Tackle Block

Length of chain 1.5m | 0521 | 0525 | 0529 | 0533 | 0537 | 0541 | 0545

Length of chain 3m | 0522 | 0526 | 0530 | 0534 | 0538 | 0542 | 0546
ltermn number

Length of chain4m | 0523 | 0527 | 0531 | 0535 | 0539 | 0543 | 0547

Length of chain 5m | 0524 | 0528 | 0532 | 0536 | 0540 | 0544 | 0548
Rated load (kN 25 5 76 | 4.6 | =0 50 90
R 230 | 260 | 320 | 380 | 480 | 620 | 700
Standardlifting height(m) 15 | 15 | 15 | 15 | 15 | 15 | 15
strands of load chain 1 1 1 1 1 2 3
Weight(kg) 2 42 | 75 | 115 | 21 | 315 | 47
Weight of 1m chain(kg) 041 | 052 | 08 | 14 | 22 | 44 | 68

Uses: Applyto lifting machine parts, tightening steel strandard wire ard aluminum
stranded VWile, etcin line construction,
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NINGBO LINGKAIELECTRIC POWER EQUIPMENT CO,LTD.  ComeAlong Clamp,Hoist

Aluminum Alloy Chain Type Hand Hoist

ltem No. 05449 0550 3551 05452 0553 0554
Rated Load(KN) 75 15 30 40 60 90
Minimum distance between
320 380 480 380 620 700
hooks(MM)
Standard lifing height(M) 1.5
Number of lines of lifting chain{row) 1 1 1 1 2 3
Nat weight{KG) 4.7 58 95 14.5 18
Length of chain(3M) 14402 14412 14422 14432 14442 14446
ltam No.
Length of chain(SM) 14404 14414 14424 14434 14444 14448
Encasement dimensiord{ MM) 0.55 1.1 1.7 2.1 28 3.2
Feature

Great Quality manual hand sernes lifting chain hoist block s light weight, suitable forsimple

manual operation and has a strong safety performance and high safety ofthe product performance,
easy to Uuse security; specifically designed forheavy industry, 360 ° rotating hand chain guide
allowed operation from all angles, so that the operator can stay away from the dangerzone.
Application

Apply tolifting machine parts, tightening steel stranded wire and aluminum stranded wire,

etcinthe construction.

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Manual Chain Hoist

ComeAlong Clamp,Hoist

Length of chain 2.Smistandard)| 0555 0563 0571 05749
Length of chain 3m 0556 0564 0572 0580
Length of chain 4m A5 T H555 0573 0581
Length of chainSm Ha5E 0566 0574 05872
ltern number
Lenagth of chain 6m 05549 0567 Hats 0583
Length of chain 8m 0560 0568 0576 0584
Length of chain 10m 056 1 0569 O5FF 0585
Lenagth of chain 12m 0062 0o70 Bl 0586
Rated load (kM) 5 10 15 20
Minimum distance between hooks{mm ) 280 220 290 4110
Number of load chain 1 1 1 1
Froduct weight with standard chain (ka) 10 Had 14 20
Welght of 1Tm chain{kg) : 1.k &3 2.3
Length of chain 2mistandard) Ns87 0594 0801 608
Length of chain 4m 0588 0595 0602 0s09
Length of chainbm 0589 0596 0603 G170
ltern number | Lenath of chain 6m 0590 0597 0604 0611
Length of chain 8m 0591 0598 0605 0612
Lenath of chain 10m 0592 0599 DE06 if e
Lenagth of chain 12m 0593 0600 0607 0614
Model HS5-3A4 HZ-5A | H5-10A | HS-204
Rated load (kM) 30 50 100 200
Minimum distance between hooks (mm ) 485 GO0 g8210 1040
MNumber of load chain 7 2 = o
Froduct weight with standard chain (kag) 27 455 83 193
Weight of 1m chain{kg) Bk e St 19.4
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Pullers Tensioners

SA-YQ30 Hydraulic Puller

ITEM NUMBER: 0615

Technical Parameter

Maximum Traction Force (kM )30

Continuous Tractive Effort (kN )25

Maximum Pulling Speed (km/fh o

Eullsheel Bottom of Groove Diameter (mm ). 300
Mumber of Bullwheel Grooves: 7

Maximum Diameter of Suitable Steel Rope (mm ) 13
Maximum Through Connector Diameter (mm ). @40
Endgine Power/ Speed (KW rpm 13172200
Dimensions (mm ):3200= 1600x 2000
Wieight (kg 1500

MainComponents

Endgine:Chinese famous diesel engine

Radiator AKG

Hydraulic: Instrume nt Wik A,

Main Fump:Sauer Danfoss pump

Main Motor:ltalian SAltechnigue

Feature

1. This SA-Y Q30 Hydraulic Fuller possesses the steplessly adjustable
pulling speed and traction force VWyhat's more, the pull inthe rope can
bewvisually displaved onthe line pull gauge . This eguipment also comes
with an overload automatic protection system. The maximum traction
force for conductor stringing operation can be preset.

2. The spring applied hydraulically released brake can act automatically.
Thus, the secure operation of our hydraulic puller can be well ensured,
wihen the motorsuddenly turns off or otherreasons cause the hydraulic
fallure.

A Furthermore, our SA-Y Q30 Hydraulic Pulleris equippedwith the steel
wire rope automatically winding device, which can automatically arrange
the rope and also make loading and unloading convenient.

Suitable Drum:Model GSPA50 drum with its item numberof 0624

Add Quality, Addvalue in Power Transmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ40 Hydraulic Puller

ITEM NUMBER: 0616

Technical Parameter Feature

Maximum Traction Force (kM )40 1.0urs5A-Y Q40 Hydraulic Puller has an overload automatic protection
Continuous Tractive Effort (kN )35 function. The maximum traction force for conductor stringing operation
Maximum Pulling Speed (km/fh o 15 ableto be preset. Anotherfunction is the automatic action of spring
Eullsheel Bottom of Groove Diameter (mm ) ©400 applied hydraulically released bralke . Owingtoit, ourproduct 1s safe to
Mumber of Bullwheel Grooves: 7 be operated, in case thatthe motorsuddenly turns off, or otherreasons
Maximum Diameter of Suitable Steel Rope (mm ) 16 cause the hydraulic failure.

Maximum Through Connector Diameter (mm ) @50 Z2.lnuse ofthis SA-Y Q40 Hydraulic Puller, both pulling speed and traction
Endgine Power/ Speed (KW rpm 602000 force are steplessly adjustable. The pull inthe rope can be clearly
Dimensions (mm ):3500= 2000x 2300 displayed onthe line pull gauge. Maoreover, our product employs the steel
Weight (kg ) 2500 wire rope automatically winding device, forautomaticrope arrangement
Main Components aswell as easy loading and unloading.

Engine:Cummins (DOMNGFENG ) water cooled engine
Main Variable Pump and Main MotorRexroth (BEOSCH)
FeducerBEE (ltalian)

Main Hydraulic Valve Eexroth (BOSCH)

Fadiator AKG

Hydraulic Instrument: WK A

Suitable Drum Model GSP1400 (Item number: 0B26)
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ60 Hydraulic Puller

ITEM NUMBER: 0617

Technical Parameter Feature

Maximum Traction Force (kM )60 1. This SA-Y QB0 Hydraulic Puller makes use of the spring applied
Continuous Tractive Effort (ki )50 hydraulically released brake which can act automatically. Ifthe motor
Maximum Pulling Speed (km/fh o suddenly turms off or other reasons lead to the hydraulic failure, our
Eullwheel Bottom of Groove Diameter (mm ) 460 product can still ensure its safe operation.

Mumber of Bullwheel Grooves: 7 2.oursA-YAe0 Hydraulic Puller will show its overload automatic
Maximum Diameter of Suitable Steel Rope (mm )18 protection function. Both pulling speed and traction force can be adjusted
Maximum Through Connector Diameter (mm ) &0 steplessly. Users can read the pullinthe rope from the line pull gauge.
Endine Power/ Speed (KW rpm )7 772800 They can also presetthe maximum traction force for conductor stringing
Dimensions (mm ):3800= 2100x 2300 operation.

Wieight (kg ) 3000 3. Finally, this puller contains the steelwire rope automatically winding
Main Components device, which can arrange the rope by itselfand also load and unload
Engine:Cummins (DONGFENG ) water cooled engine conveniently.

Main Variable Pump and Main MotorRexroth (BEOSCH)
FeducerBEE (ltalian)

Main Hydraulic Valve Eexroth (BOSCH)

Fadiator AKG

Hydraulic Instrument: WK A

Sultable Drum GSRP 1400 (tem number: OB26)
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ90 Hydraulic Puller

ITEM NUMBER: 0618

Technical Parameter Feature

Maximum Traction Force (kM) 90 1.0ursA-YQ90 Hydraulic Puller possesses the steplessly adjustable
Continuous Tractive Effort (ki) 80 traction force and pulling speed, and the pullinthe rope canbe visually
Maximum FPulling Speed (km/fh): & displaved onthe line pull gauge. This equipment also comes with an
Eullsheel Bottom of Groove Diameter (mm). $©520 overload automatic protection system . The maximum traction force can
Mumber of Bullwheel Grooves 7 be preset. Areliable overhead protection mechanism makes this machine
Maximum Diameter of Suitable Steel Rope (mm): $©21 easytobe used.

Maximum Through Connector Diameter (mm ). &0 2. Moreover the spring applied hydraulically released brake can act
Endgine Power/ Speed (KW rpm ). 12172500 automatically. Thus, the secure operation of our SA-Y Q90 Hydraulic
Dimensions imm): 3500x 2100x 2500 Fuller can be well ensured, when the motor suddenly turms off or other
Weight (kg) 4300 reasons cause the hydraulic failure.

Main Components 2. Thanks to the hydraulic type rope clamping device , it is easy o replace
Engine: Curmmins (USA) water-cooled digsel engine the steel wire rope reel Additionally, ourmachine is equipped with the
Main Variable Displacement Fump, Main Motor © REexroth (BOSCH)  steel wire rope automatically winding device , which can automatically
Reducer. Rexroth (BOSCH] arrange the rope and also make loading and unloading convenient.

Main Hydraulic Valves: Rexroth (BOSCH)

Fadiator, ARG

Hydraulicinstrument YW kA

Suitable Drum: Model GSP1400 {order number: 0BZ2E)

Option: Curmmins DOMNGFENG water-cooled diesel motor{Model: YA-Y 800
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ180 Hydraulic Puller

ITEM NUMBER: 0619

Technical Parameter Feature

Maximum Traction Force (kM) 180 1. This SA-Y Q180 Hydraulic Pulleris designed with an overload automatic
Continuous Tractive Effort (ki) 150 protection system. Users can presetthe maximum traction force for
Maximum FPulling Speed (km/fh): & conductor-stringing operation. Both traction force and pulling speed are
Eullwheel Bottom of Groove Diameter (mm). 2EZ0 steplessly adjustable. Itis convenient forourusers toread the pull in the
Mumber of Bullwheel Grooves: 9 rope fromthe line pull gauge.

Maximum Diameter of Suitable Steel Rope (mm): @24 2. Incase ofthe hydraulic failure caused by the sudden flamecout of motor
Maximum Through Connector Diameter (mm ), ©ES or other reasons, the automatic braking function can well ensure the safe
Endine Power/ Speed (KW rpm ) 209/2100 operationofour SA-Y Q150 Hydraulic Puller. Additionally, the hydraulic
Dimensions (mm): 5500x 2170x 2570 tvpe rope clamping device provides convenience forthe replacement of
Wieight (kg): 8000 steel wirerope reel. By adopting the steel wire rope automatically winding
Main Components device, itis reallyeasyto loadand unload, as well as arrange the rope.

Engine: Cummins (LUSA)water-cooled diesel engine

Main variable DisplacementFump, Main Motor Eexroth (BOSCH)
Feducer. BE ([talian)

Main Hydraulic Valves Eexroth (BOSCH)

Fadiator AkG

Hydrauliclnstrument: Wl KA

Suitable Drum: Model GSFP1800 {(Item number D627)

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ220 Hydraulic Puller

ITEM NUMBER: 0620

Technical Parameter Feature

Maximum Traction Force (ki) 220 1.0ur SA-YQ220 Hydraulic Fuller features high-security operation,
Continuous Tractive Effort (kM) 180 especially when a hydraulic failure occurs resulted from the sudden
Maximum FPulling Speed (km/fh) @ 5 flameput of motor or other reasons. This is because the spring applied
Eullwheel Bottom of Groove Diameter (mm). ©7E0 hydraulically released brake can act automatically.

Mumber of Bullwheel Grooves: 10 2.Another striking characteristic lies in its hydraulic type rope clamping
Maximum Diameter of Suitable Steel Rope (mm):; 20 device. Qwing to it, the steel wire rope reel can bereplaced conveniently.
Maximum Through Connector Diameterimm);. $75% With the steel wire rope automatically winding device, our pulleris able
Engine Power/ Speed (KW/irpm ) 243/2100 toarrange the rope by itself as well as load and unload easily.
Dimensions (mm ). 2700x 2300= 2600 3. This SA-Y1220 Hydraulic Puller possesses the overload automatic
Weight (kgj: 8000 protection function, so our users can preset the maximum traction force
Main Components for conductor-stringing operation at random. Both traction force and
Engine: Cummins (USA) water-cooled diesel engine pulling speed are steplessly adjustable. The pullin the rope can be clearly

Main variable Displacement Pump, Main Motor : Rexroth (BOSCH)  displayed on the line pull gauge.
Feducer. Eexroth(BEOSCH)

Main Hydraulic Valves: Hexroth (BOSCH)

Radiator, AKG

Hydrauliclnstrument: Wi KA

Suitable Drum: Model GEP1600 ((tem number. D82 7)

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ250 Hydraulic Puller

ITEM NUMBER: 0621

Technical Parameter Feature

Maximum Traction Force (kM) 250 1. This SA-Y Q250 Hydraulic Pulleris equipped with the steel wire rope
Continuous Tractive Effort (ki) 200 automatically winding device, which can arrange the rope by itselfand
Maximum FPulling Speed (km/fh): & also make loading and unloading convenient. Inuse ofthe hydraulic type
Eullwheel Bottom of Groove Diameter (mm) 820 rope clamping device, the steel wire rope reel can be replaced easily.
Mumber of Bullwheel Grooves: 10 2 With automatic braking function, our pullercanwell guarantee its safe
Maximum Diameter of Suitable Steel Rope (mm); ©32 operation, in case of the hydraulic failure caused by the sudden flameout
Maximum Through Connector Diameter (mm ), 80 of motor or otherreasons.

Endine Power/ Speed (KW rpm ) 261/2100 a2 Furthermore, our SA-Y Q250 Hydraulic Puller possesses the steplessly
Dimensions {imm): 5750x 2350 2570 adjustable traction force and pulling speed. The pull inthe rope can be
Wieight (kg) 9000 visually displaved onthe line pull gauge. Our product also comes with the
Main Components overload automatic protection function, and the maximum traction force
Engine: Cummins {USA) water-cooled diesel engine canbesetinadvance.

Main variable DisplacementFump, Main Motor Eexroth (BOSCH)
Feducer. BE ([talian)

Main Hydraulic Valves Eexroth (BOSCH)

Fadiator AkG

Hydrauliclnstrument: Wl KA

Suitable Drum: Model GSFP1800 {(Item number D627)

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ300 Hydraulic Puller

ITEM NUMBER: 0622

Technical Parameter Feature

Maximum Traction Force (ki) 300 1. Qur SA-YQ300 Hydraulic Puller is equipped with a powerful electronic
Continuous Tractive Effort (ki) 250 control engine. Its engine fully meets the current Tier 3/Stage |l emissions
Maximum FPulling Speed (kmfh): S regulations of Europe non-road mobile machinery.

Eullwheel Bottom of Groove Diameter (mm). ©9E60 2.In use of this product, both traction force and pulling speed are infinitely
Mumber of Bullwheel Grooves: 10 variable. Users can visually read the pullin the rope from the line pull
Maximum Diameter of Suitable Steel Rope (mm):; $©328 gauge. The maximum traction force for conductor-stringing operation can
Maximum Through Connector Diameterimm): $9% he preset by our users. Also, our product is designed with the overload
Endine Power/ Speed (KW rpm ) 28872100 automatic protection system.

Dimensions (mm): 5780x2350=2820 3.Even if the motor suddenly flames out, or otherreasons give riseto the
Weight (kag): 11500 hydraulic failure, our SA-YQ300 Hydraulic Puller will still run safely, due
Main Components tothe automatic braking function. The hydraulic pullrope pinch device is
Engine: Cummins (USA) water-cooled diesel engine adopted to replace the reel easily. The steel wire rope automatically
WMainvariable DisplacementPump, Main Motor, Rexmoth (EQECH)  winding device is utilized forthe convenience of arranging therope as
Feducer. R (ltalian) well as loading and unloading.

Main Hydraulic Valves: Eexroth (BEOSCH)

Hadiator AKG

Hydrauliclnstrument: Wl KA

Suitable Drum: Model GEP1900 {ltem number 0628)

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise ;




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YQ420 Hydraulic Puller

ITEM NUMBER: 0623

Technical Parameter Feature

Maximum Traction Force (ki) 400 1. This 5A-Y 420 Hydraulic Puller has an electronic control engine that
Continuous Tractive Effort (kM) 250 strictly complies with the current Tier 3 emission standard of both European
Maximum FPulling Speed (kmfh): S and American non-road mobile machinery.

Eullwwheel Bottom of Groove Diameter (mm); $960 2.Furthermore, our product provides numerous functions. Forinstance,
Mumber of Bullwheel Grooves: 11 the automatic braking function can ensure the safe operation, in case of
Maximum Diameter of Suitable Steel Rope (mm); 45 the hydraulic failure caused by the sudden flameout of motor or other
Maximum Through Connector Diameter imm ). ¢ &0 reasons.

Engine Power/ Speed (kKWW/irpm). 40272100 3.Due to the hydraulic type rope clamping device, the reel can be changed
Dimensions imm ) 6100x 2600= 2800 conveniently. By utilizing the steel wire rope automatically winding device,
Weight (ka): 14500 itis really easy for loading and unlpading. Also, the rope can be arranged
Main Components automatically.

Engine: Cummins (USA) water-cocled diesel engine 4.This 5A-Y 0420 Hydraulic Fuller possesses infinitely variable pulling
Mainvariable DisplacementPump, Main Motor, Rexroth (BOECH)  speed and traction force. The pullin the rope can be visually read on the
Feducer. BE (ltalian) line pull gauge. Additionally, our product has the overload automatic

Main Hydraulic Valves: Eexroth (BEOSCH) protection function. Users can set the maximum traction force in advance.

Hadiator, AKG
Hydrauliclnstrument: Wl KA
Suitable Drum: Model GEP1900 {ltem number 0628)

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Pullers Tensioners

GSP Series Reels

Notes
This reel stand had better be clearly indicated inthe contract,
if it is required by our customers.

TR R Model Dimensions (mm) Weight
A B C D (kg)
0624 GSPY50 250 450 400 950 40
0625 GSP1200 420 560 570 1200 60
0626 GSP1400 420 560 570 1400 75
0627 GSP1600 420 560 570 1600 120
0628 GSP1900 420 560 570 1900 135

Cradle Reel Elevators

Notes

1. ltem number "J" senes cradle reel elevators: without brake

2. tem number "Z" series cradle reel elevators: with brake

A.The cradle reel elevators can be customized

ltem Number Model Matched Reel
0629 SE-950J GSP950
0630 SE-1200J GSP1200
0631 SE-1400J GSP1400
0632 SE-1600J GSP1600
0633 SES50Z GSP950
0634 SE1200Z GSP1200
0635 SE1400Z GSP1400
0636 SE1600Z GSP1600

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YZ30A Hydraulic Tensioner

ITEM NUMBER: 0637

Technical Parameter Feature

Maximum Tension (ki) 30 1.0ursA-YZ30A Hydraulic Tensioneris anideal product forreleasing a
Continuous Tension (kM) 25 variety of electric conductors and ground. Also, itis applicable forthetension
Maximum Speed (kmfh) & stringing operationofboth optical fiber composite overhead ground wire
Eullwheel Bottom of Groove Diameter (mm) . 1200 [DOFPGY) and all-dielectric self-supporting optic fiber cable (ADSS).

Mumber of Grooves @ 5 2. The bullwheel of our 5A-YZ30A Hydraulic Tensioner adopts the wear
Maximum Pullback (kM) 20 resistant MC nylon lining segments. Inaddition, the infinitely variable
Maximum Diameter of Suitable Conductorimm ) @32 pay-offtension can make the constant tension stringing come true. N

Endgine Power/ Speed (KW rpm ) 11/2200 case of hydraulic failure, the spring applied hydraulically released
Dimensions (mm): 3560 x 1600 x 2220 multi-plate brake canwork automatically to ensure the safe operation.

Weight (kg 1700

MainComponents

Engine: Chinese top-brandwater-cooled diesel engine
Main Fumpitotor: Chinese famous-brand pump and motor
Feducer: BER (ltalian)

Fadiator: AKG

Hydraulic Instrument: WIkKA

Option: Imported engine (Froduct Model: SA-YZ30B)

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YZ40A Hydraulic Tensioner

ITEM NUMBER: 0638

Technical Parameter Feature

Maximum Tension (ki) 40 1.0ursA-Y 2408 Hydraulic Tensioneris suitable forthe tension stringing
Continuous Tension (kM) 35 operationofvarious steelwire ropes, conductors, and earthwires. |ts
Maximum Speed (km/h) @ 3 bullwheel is lined with the abrasion resistant MC nylon material, and the
Bullwheel Bottom of Groove Diameter (mm) : ®1200 groove spacing is ultrawide Additionally, this product can achieve the

Mumber of Grooves @ o

Maximum Pullback (kM) 40

Maximum Speedback (kmih) 3

Maximum Diameter of Suitable Conductorimm ) @32
Engine Fower/ Speed (KW rpm ) 51/2500

constant-tension conductor stringing, due to the infinitely variable tension
control.

2. lncase of hydraulic failure, the spring applied hydraulically released
multi-plate brake can work automatically, thus ensunng the safe operation.

Dimensions (mm) 3400x 1800x 2400 oursA-YZ40A Hydraulic Tensioner s also equipped with the hydraulic
Weight (kag): 2800 -power output interface, whichis usedto connectthe shaft bracket of
Main Components hydraulic wire.

Engine: Beinei Deutz aircooled diesel engine
Main Fumpitotor Rexroth: (BOSCH)
Feducer: BER (ltalian)

HydraulicValve: Rexroth (BOSCH)
Fadiator: ARG

Hydraulic Instrument: Wik A

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YZ2x35 Hydraulic Tensioner

ITEM NUMBER: 0639

Technical Parameter Feature

Maximum Tension (kM) 2= 350r1= 70 1. This SA-YZ2=35 Hydraulic Tensioner is able to string all sorts of
Continuous Tension (kM) 2= 30 or 1x 60 conductors and ground wires. It can realize the constant-tension conductor
Maximum Speed (km/h) @ 3 stringing, because ofthe infinitely variable tension contraol.

Bullwheel Bottom of Groove Diameter (mm) : ®1200 2 Moreover, our SA-YZ2=x35 Hydraulic Tensioner comes with two sets of

NMumber of Grooves (2= 5

Maximum Pullback (kM) 2= 30 or 1= 60

Maximum Speedback (kmih) 2= 2.1

Maximum Diameter of Suitable Conductorimm ) @32
Engine Fower/ Speed (KW rpm ) 51/2500 |
Dimensions (mm) 4400 x 2100% 2600 resistance.
Wieight (kg) 4000

MainComponents

Engine: Beinei Deutz aircooled diesel engine

Main Fumpitotor: Eexroth (BOSCH)

Feducer: ERE (ltalian) orRexroth

HydraulicValve: Rexroth (BOSCH)

Fadiator: ARG

Hydraulic Instrument: Wik A

hydraulic power output interface, so as to connect the hydraulic conductor
reel stand. If a hydraulic failure occurs, the spring applied hydraulically
released multi-plate brake can run automatically to ensure safety. The
bullwheel ofthis product adopts MC nylon lining segaments, featunng wear

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YZ2x40B Hydraulic Tensioner

ITEM NUMBER: 0640

Technical Parameter Feature

Maximum Tension (kM) 2= 400r 1= 80 1.0ur5A-Y 22408 Hydraulic Tensioner serves to string various types of
Continuous Tension (kM) 2= 35 or 1= 70 conductors and earth wires . Either one-pull-one or one-pull-two is available .
Maximum Speed (km/h) 3 2 The infinitely variable tension control system allows this SA-YZ2x408B
Bullwheel Bottom of Groove Diameter (mm) : ®1500 Hydraulic Tensionerto realize the constant-tension conductor stringing

NMumber of Grooves (2= 5

Maximum Pullback (kM) 2= 40 or 1= 80

Maximum Speedback (kmih) 2= 1.5

Maximum Diameter of Suitable Conductor imm ) @40
Engine Fower/ Speed (KW rpm ) 51/2500

operation. If a hydraulic failure happens, the spring applied hydraulically
released multi-plate brake will act automatically. Thus, the operationis
made safe.

a2 Furthermore, our product is designedwithtwo sets of hydraulic power

Dimensions (mm) 4500 x 2200 x 2800 output interface, whichis ableto connectthe hydraulic conductor reel
Weight (kg) 4850 stand. Its bullwheelis specially lined with the wear-resistant MC nylon
Main Components material.

Engine: Beinel Deutz aircooled diesel engine

Main PumpifMotor: Rexroth (BEOSCH)

Feducer: ER (ltalian)

Main Hydraulic Valve: Rexroth (BOSCH)

Fadiator: AKG

Hydraulic Instrument: WikKA

Option: fuse Deutz (Germany) diesel engine the modelis SA-YZ2=x404

Others: According to customerreguirement, our SA-YZ2x40B Hydraulic Tensioner can configure mobile control consoles. Itis
easy for one operatorto control 2machines simultaneously, which facilitates 4-conductor-stringing operation using two machines.

Add Quality, Addyalue in Power Transmission Ling
Struggingto develop the enterprise and sharing disgrace and honor with the entarprise




NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners

SA-YZ2x55 Hydraulic Tensioner

ITEM NUMBER: 0641

Essential Parameters Feature

Maximum Tension (kM) 2= 55 0r 1= 110 1.0urSA-Y 2255 Hydraulic Tensioneris charactenzed by high reliability,
Continuous Tension (ki) 2= 50 or 1= 100 safe operation, and superior quality. Its bullwheel is lined with abrasion
Maximum Speed (km/h) @ 3 resistant MC nylon material. With infinitely variable tension control system,
Bullwheel Bottom of Groove Diameter (mm) : ®1600 this product can achieve the constant-tension stringing operation.

NMumber of Grooves (2= 5

Maximum Pullback (kM) 2= 50 or 1= 100
Maximum Speedback (kmih) 2= 2.1

Maximum Diameter of Suitable Conductorimm ) ©42 .5
Engine Fower/ Speed (KW rpm ) 54/2500
Dimensions imm ) 5000= 2240 < 2730

Weight (kg): 7500

MainComponents

Engine: Beinei Deutz aircooled diesel engine
Main Fumpitotor  Rexroth (BEOSCH)

Main Hydraulic Valve: Rexroth(BEQSCH)
Feducer: BER (ltalian)

Fadiator: ARG

Hydraulic Instrument: Wik A

2.Also, it contains two sets of hydraulic power output interface, which is
able to connectthe hydraulic conductorreel stand. In case of hydraulic
fallure, the spring applied hydraulically released bralke will run
automatically to guarantee the safety.

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Pullers Tensioners
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SA-YZ2x70/SA-YZ2x80 Hydraulic Tensioner

ITEM NUMBER: 0642, 0643

Essential Parameters Feature
Model Mumber  SA-YZ2=70 SA-YZ2=x80 1. This SA-YZ2=T0/5A-YL2=80 Hydraulic Tensioner is designed with the
Maximum Tension (kN) 0 2x70 or 12140 2x80 or 1x160 spring applied hydraulically released multi-plate brake, which canwork

Continuous Tension{kM ) 2=6% or 1=x130 2=75 or 1= 150
Maximum Speed (kmfh) &

Eullwheel Bottom of Groove Diameter (mm) . ®1700
Number of Grooves 2x 5 output interface forthe connection of hydraulic conductor reel stand.

Maximum Pullback (kM) 2= 83 or 1= 126 2. The bullwheel of our hydraulic tensioner possesses wear-proof MC
Maximum Speedback (kmih): 2= 1.8

Maximum Diameter of Suitable Conductor (mm ) ®45
Engine Power/fSpeed (KW rpm ) 82.2/2500
Dimensions {mm}: $300= 2300 = 2900
Welght (kg) 8500

MainComponents

Engine: Deutz air-cocled diesel engine
Main Fumpitotor: Eexroth (BOSCH)
Main Hydraulic Valve  Rexroth (BEOSCH)
Feducer: BER (ltalian)

Fadiator: AKG

Hydraulic Instrument: Wik A

by itselfto solve the hydraulic failure problem and better ensure the safe
operation. Additionally, our product comes with two sets of hydraulic power

nylon lining segments. The infinitely variable tension control system
allow s our product to realize the constant-tension stringing.

Add Quality, Addyalue in Power Transmission Ling
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Fast Powered Winch ( Shaft Driven)

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Tract
Traction Qutline
Item Rotation ive Power Weight
Model Gear speed size
number direction force (KW) (KG)
(M/MIN) (MM}
(T)
Slow 1 30 5
JJQ-30 Slow 1l 20 7
corotation
SHP Fast] 09 16
0649 4.04 S00x400x4.30 o4
Gasoline Fast]l 06 24
engine Slow No 4
reversal
Fast lifting 13
Slow | 3.0 5
JJC-3 Slow I1 2.0 T
corotation
SHP Fast] 09 16
0650 . 2.94 1000x 450500 115
Diesel Fastll 0.6 24
engine Slow No 4
reversal
Fast lifting 13
Fast ] 0.9 30
JJQ-5B Fastll 15 13
corotation
gHP Slow I 25 8
0651 6.6 1100x525x600 138
Gasoline Slow 1l 50 4.2
angine Slow No 5.2
reversal
Fast lifting 18
Fast ] 09 30
JJC5B Fastll 15 13
corotation
186F low | 25 8
0652 5.7 1000x498x800 148
Diesal Slow 11 50 42
engine Slow No 4
reversal
Slow lifting 18

Use:Suitable forthe construction of the towerline traction line, tight line operation, laying cable.

Explain:Fowercan be configuration according to the requirements.

Feature:Shaft direct connection drive, compact structure, fast traction speed.

Add Quality, Addyalue in Power Transmission Ling
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Double Drum Hoist Winch

[tem number 0661 0662 0663
Model JJCS-H0 JQS-50 JJCS-50
Model Diesal Engine | Gasoline Engine Diesal Engine
Engine Power{ K\W) g ch o
Speed(rpm) 2000 3600 2000
Slow 80/5 305 50/3.1,40/9.6
PUll{KN) Moderate 2509 14/14 25/ 14114 4571177223
speed Fast 8/22 822 33/11.3,10/35.6
forcef
MMIN) Reverse -5 9 -5 -9 -f7.35
Drum bottom of groove diamete{MM) $230 P230 $300
outline size {MM) 1000670600 | 1000x67E00 | 2231210x1135
Weight(KG) 300 300 700

Use:
=uitable forthe constructionofthe tower line, traction line,
tight line operation, laving cable

Explain: Fower can be configured according to the requirements.

Conveyer Cable Pulling Machine

Motor | Clamping Pull Conveying Diameter | Supply
Item Outline size Weight
Model | Power force Force speed of cable | Voltage
number {MM) (KG)
(KW) (KN) (KN) {M/MIN) (MM) V)
pee4 | D&JSH | 1.1°2 2.7 7 9 950 500" 400 30-180 380 150
0665 | DSJ8 | 1172 2.7 2 5 1000530400 | 30-200 380 195

Application/Features

The machine is suitable forurban power network reconstruction and new laving of cables,
especially suitable for long distance cable release reducing laborintensity,
and also improvingthe quality ofthe project.

The thrust of the machine is large and small . easy to be put the construction
ofthe well and its weightis light.

The machine can be pushed by single machine, and also can be connected
inseries with a machine, and the synchronization of several machines is
controlled by a control box

The convevorwheel is made of rubber die casting, which will not damage

the cable sheath,and adjust the center distance according to the external

diameterofthe cable .

Add Quality, Addyalue in Power Transmission Ling
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Reel Stands

Rope Reel

ltem number| Model Outer Diameter xRoot Diameter xWidth of Reel (mm) | Weight (kg)
Bls1sts SE-1 G4E0=xP220x340 13
0667 SE-2 GT20=xD400x640 30
0663 SE-3 GE50=P400=640 40
Bls1ste SE-4 GA50=xD400x640 50
0BT 0 SE-4 ©1100=x0400=640 55
0671 SE-6 ©1200xP400=640 59

Uses: Ourrope reel serves toloadthe steel wire rope.

Cradle Reel Stand

ltern number| Model Cuter Diameter xR oot Diameter xWidth of Reel {mm) | Weight (kg)
067 2 SE-1J 1000=420=x350 12
0673 SE-2J 1400=7 20=530 16
0674 SE-3J 1400=7 20530 16
0675 SE-4.J 1660=720=630 20
0676 SE-5J 1750=730=680 30
0677 SE-6J 1840=730=710 39

Uses: Tosupport rope reegl

Motes:Matchedmodelis onetoone corresponding.

Upright Payout Turntable

ltem number Model Diameterof Reel {mm) | Bearing Load (ka) [ Weight (kg) Features
0678 ST $500 1000 25 Small cover slab
0679 SIV-3 A $E00 3000 70
0650 SIWV-3B 1000 3000 102
0681 SIWV-3 G©E00 3000 92 Bigcover slab
0652 SIWV-5 G 1500 5000 129 Small cover slab

047

Add Quality, Addyalue in Power Transrmission Line
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Reel Stands

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Integrated Reel Stand With Disc Tension Brake

ltem Mumber 0683 06584 0685
hModel SIPZ3A SIPZ5A SIPZ-7
Diameter of Coil (mm) da00~1600 | P1600~2400 | $1800~2500
Wyidth of Coil (mm) L4350 0350 =1700
Applicable Eeel
Diameter of Axle Hole (mm ) PES-100 PES-100 120
Maximum Weight (kg) 3000 5000 000
EBraking Torgue (N -m) 1000 1000 2000
Fay-off speed (mimin) g0 g0 g0
Witeight (kg) 200 215 450
Motes:

1. Tosupport reel intension releasing wire ormechanically pull wire and to brake the reel
2. Canbedisassembled into 3 pieces, convenient fortransportation.
3.5IFZ-Tis double-disc brake.

Conductor Reel Stands

ltem Mumber 0636 0657 0658
hModel DWW22404 SIPZ-TH SIPZ-Th
Diameter of coil {mm) $1250~2240 | @1250~2500 | D1800~2300
T e Max width of coil (mm) 1400 1400 1700
Diameterof axle hole (mm) DE0-125 PE0-125 TE0-160
Maximum welight (kag) 5000 7000 g000
M ax working torgue (MN.m) 1200 2000 2500
Max Speed(rpm) 4% 45 45
Axle diameter P76 P7G PEY
Wieight (kg) 270 350 350
Length of hydraulictube 3o gl gl

Motes: Connect with hydraulic tensioner or hydraulic pullertensionerthrought quick coupling
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Reel Stands

Large Capacity Hydraulic Conductor Reel Stands

ltem Mumber 065 Y 0690
hModel SIYZ10 S Z15

Diameter of coil (mm) G2000~3000 | $2000~2800
applicable Resl Max width of coil fmm) 1700 1950

Diameter of axle hole (mm ) P125-130

Maximum weight (kg) 10000 15000 E
Max working torque (M.m) 2300 4500 ‘:’-ﬂ
ax Speed (rpm) 45 45 .
Axle diameter $94 ©119 l' A
Weight (k) 597 789 :
Length of hydraulictube 15 210 ~3

Motes: Connectwith hydraulic tensioner or hydraulic pullertensionerthrough guick coupling

Simple Reel Payout Stand

ltem number| Model Ratedload (kM) | Range ofadjustable height imm}| Weight (ka) Features

0691 SIL-1 10 450-650 72
0692 SIL-3 30 500-900 24 Pillar style
0693 &5 50 900-1300 27
0694 SIK-3 30 400-1000 30

Frame style
0695 SIK-5 50 710-1270 44
0696 SIL-3A 30 620-1000 28 e B
0697 SIL-5A 50 900-1300 35 ERETIE LY

Features:toadjustreel by screw mandrel, light, handy and practicable. It fit releasing wire manually.
Motes:
1. Ittobeusedinpairs.

2. Canpurchase our axle (QE0=2200mm seamless steel pipe), the item numberis 0691 G

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Reel Stands

Cable Reel Stand

lterm Mumber 0598 0G94 0700
Model =112 (3] 12400 DLz200

Maximum YWeight of
Applicable Cable REeel (t)
Diameterof Applicable

12 200

®2700~Pp3200 ®1600~Pp3200 ®2000~34000

Cable Reel (mm]
Maximum Width of Cab

le Reel (mm)

isian 250 2500

Diameter of Axle Hole
25 200 TIE0~P 200
of Reel (mm)
Yieight (ka) e 403 G700
Maximum YWeight of
single Stand (kag)

Jacking and Fositioning Method| Hydraulicjacking | Hydraulic jacking | Hydraulic jacking
screw positioning bolt positioning and positioning

153 133 230

Use:Tosupport inlarge cable reel stand construction.

Hydraulic Reel Elevator

Applicable Cable Reegl Single stand
ltemn Mumber| Model _ _ _ _ _
Reel Diameter (mm) | Reel Width {mm)| Diameter of Axle Hole {rmm) | Reel Weightit) | VWeight(kag)
0701 S1-5 P1250~2400 =1600 P76~103 <5 90
070z =1-10 P1250~2700 =1700 =3 =10 a0
0703 S1-10A | ©1250~3400 =1900 P 2 Q] 35 =10 120

Use:Tosupport reel drum.
Feature :Hydraulicjacked,load bigweight,

footing installed small roller and move easily
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Hydraulic Tools

Rapid Super High Pressure Pump(Double Stage Pump Output)

Max Oil Rated Flow(L/imin)

e Model Engine T Powe s Pre { Weight(KG)
ine Type r ssUre ig
number Prassure{Mpa) High Low
Mpa)
0704 YBQA-80-03 Gasoline engine 5.0HP 80 94 205 11.02 55
0705 YBCA-80-03 Diesel engine 4 OHP 80 o4 205 11.02 65
0706 YBDA-80-03 Electric engine 3.0KW 80 o4 1.6 8 45
Feature

Application of Honda hydraulic pump: to provide power forthe cutting tool,
the hydraulic compressor, punching machine
and other construction machinery, which is operated in the wild field in

electric power, railway, rescue, construction and other industries.

Electric Hydraulic Pump

ltern number 0707 0708 07049
Model ZCB6-5-AB ZCB6-5-A3 ZCB6-5-ABC
Type double-acting gingle-acting Three-acting

Rated Output 7TS50WH S00WW TSOWM 500w 1500wV

Voltage 220WNR80W Z20MV/380W 220V1380V
Rated Pressure 7TOMPa 70MPa 70MPa
— low pressure 2.5L/Min low pressure 2.5L/Min low pressure 2.5L/Min
high pressure0.52(1.7)L/min high pressure0.52(1.7)L/min high pressure1.7L/min

Qil Capacity 8L/30L 8L/30L 30L

Frequency 50-60HZ S50-60HZ S50-60HZ
rox. N.W26KG approx. N.W2BKG approx.N.W37KG

b appG.mml{G pm:.wm ppG.WdUI{G

Package wooden case wooden case

High and low speed two stage design is for guick oll output. Turbine oll absorption
could ensure reaching max effective oll volume., Owverpressure safety valve unit
could avold over pressure damage.

At 700kgfem 2 automatically release.

Add Quality, Addyalue in Power Transrmission Line
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Hydraulic Tools

Multi-function Bus-bar Processing Machine

ltem number 0710 0711 0712
Model EPCB-301 EPCB-401A EPCB-401
with four function, cutting, with four function, cutting,
with three function, cutting,
Function punching, bending and punching and bending(horizontal
punching and bending o g ;
crimping and erective)
Dimension of
approx. 6806907 30mm approx.88ES M 730mm approx.690x690x730mm
work table
Voltage single
Z2NVE0HZ Z2VE0HZ 220VB0HZ
phase
Rating oil
T00kgfem? T00kgferm® T00kgfem 2
pressure
Bending force 17OKN/200KN 170KN/200KN 270KN
150:10mm max/200x1 2mm 150 10mm max’200x12mm
Bending range 125x12.5mm max
max max
Cutting force 200KN/300KN 200KN/300KN 200KN300KN
190 10mm max/200x1 2mm 150x10mm max200x12mm
Cutting rang 19 10mm max/200x12mm max
max max
Punching force S00KN/3S0KN 300KN/350KN S00KN/ZS0KN
Distance from
hole 95x110tmm max 95x110mm max S5x110mm
to sheet side
i ¢10.5mm>13.8mm ¢10.5mmeP13.8mm 38" (®10.5mm),1/2"($13.8mm),
i: |
ke P17mmD20.5mm ®17mmP20.5mm /8" (21 7mm),3/4"(P20.5mm)
Package wooden case wooden case wooden case
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Split-type Hydraulic Crimping Pliers

Hydraulic Tools

Kem number 0721 0722 0723 0724 0725
Model Y JD-600 YJD-1000 YJD-1250 YJD-2000 YJD-3000
Crimping
&0T 100T 125T 200T 300T
force
Crimping
14-55mm 14-76mm 14-76mm 14-80mm 14-100mm
range
Crimping
hexagon crimping hexagon crimping
type
Stroke 24mm 24mm Jomm Somm
Height approx.370mm approx.480mm
approxX.N.W
Weight —— approxX. NW3OKG | approx. NWHOKG | approx. NWBSKG | approx.N.W120KG
(KG) G.WAOKG G.WBDKG G.W20SKG G.WI30KG
G.W30KG
Package wooden case wooden case
Use rworking with an electric hydraulic pump or a petrol power hydraulic pump (80Mpa)
tem number 0726 0727 0728 0729
Maodel CO-630B CO-630A CO-1000 CO-400
Crimping
300KN 350KN S50KN Z00KN
force
Crimping
150-630mm? 150-630mm? 400-1000mm? 16-400mm?
range
Crimping
: hexagon crmping hexagon ctimping hexagon cimping hexagon crimping
ype
16,25,35,80,
150,185,240,300, 150, 185,240,300, 400,500,630,
Dies 70,95,120,150,
400,500,630mm?* 400,500,630mm? 800,1000mm?
185, 240,300,400mm?
Stroke 24mm 24mm 26mm 24mm
Height approx.275mm approx.350mm approx. 400mm approx.250mm
Weight(Ke) approx. N.W11.5KG approx.N.W16.7KG approx. NW32KG approx. NWS.4KG
|
“ GW20KG G.W25.50KG G.W3I9KG G.WIOKG
Package wooden case wooden case wooden case paper box

Use - working with an electric hydraulic pump or a petrol power hydraulic pump (7 0Mpa)
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Hydraulic Tools

Hexagon Compression Die Sets For Conductor/Earth Wire

" " Model of matched Sorial et ; on di ¢
em number COMmpressor erial specification of compression die sels
0730 Y65 |L-26,28 303234 36384045 .50 G-12.14.16.18.20.
2224 26 copperterminators 16-800mm 2
=26.28.30.32.34 3638 40 45 50 .52.55.60G-12.14,
Bl LY-125 .
16.18.20.22.24 26 copperterminators: 16-800 mm 2
228,28 3032 34 3R SR 4fas 5052 55 8063 TU. IS
BESE QY-200 30 G-1214.16.18 20 .22 24 26 25 30.32
copperterminators: 16-800mm2

Motes:the specification of die sets is steel (G ) or&Aluminium (L), the outside diameter of

compression jointtube and the specification ofthe dies can be customized according to
the size ofthe steel tube oraluminium tube forthe conductor
AY-300 Dies Specification: G-16 18 20 .24 26 28 30.32.34 36 3584244454850,

L-30.32536.40.42.45.48 52.60.65.70.74.76.80.95.

High Speed Manual Press Tool

ltem Mumber 0733 0734 0735 0736
Model HZ-300 HZ-400 HCTX-300 HCTX-400
Max Compression (KN} 60 120 60 120
stroke{mm} TF 42

Copper Terminal: Copper Terminal ; Copper Terminal Copper Terminal
WETESS Fange 16-300mm? 16-400rmm?2 50-300mm?2 50-4 00 m?

Aluminum Terminal:
10-240mm?=

Aluminum Terminal:
10-300mm?=

Aluminum Terminal
A5-240mm?=

Aluminum Terminal
A5-300mm*=

Weight

3.3

5.3

3.4

5.3

Compression Die Size

Hexagon Die: 16, 25,35,
o3, #0,.95,.120; 160
15, 240, =00

Hexagon Die: 16, 25, 35,
50,70,95 120, 150,
185, 240, 300, 400

Hexagon Die: 35, 50,

W T2 el 15,
240, 300

Hexagon Die: 50, 70,
Ih 120150 185, 240,
200, 400

Characteristic

High Spesd, ight, more fsting The head use
open designuhich is convenientto put and
#E! compression fube, Head can rotate 507

pebe Doubke sedions hydaulc sistem,
[ekase pressure automat

A2mm big open design, More corwenientto put
and et compressionfube andto compressmidde
cumﬂressmn fube Head can fiee rotate B0°

[outle sections fydaulicsystem, release
prss e automate Press abiltyS0mm?

Uses: [t usedto compress the copper and aluminum terminals
Motes: Packagedin steel box
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Hydraulic Tools

Manual Hydraulic Press Tool

ltem number i 0738 07349 0740

M odel CPio-300 CPo400 Y io-410 CYio-510B

Maximum compression (kM) 120 130 120 130

Stroke (mm) 19 272 30 38

Copperterminals: Copperterminals: Copperterminals: Copperterminals:
e 16-300mm 2 S50-400mm 2 50-400mm2 S0-400mm 2

Fande of compression joint
Aluminium terminals: Aluminium terminals: Aluminium terminals: Aluminium terminals:
10-240mm 2 35-300mm?2 35-300mm?2 A5-300mm?2

YWieight (kg 4 3 6.6 6.4 14
Hexagon dies: 16, 25, Hexagon dies 50, 70, | Hexagon dies: 50, 70, | Hexagon dies . 50, 70,

Cies S Bl TECES 2 & LR v B M T i o Ll . 1 P L g8, T2, 150, 185,
150 85, 240 2600 240 200, 400 240 200 400 240 200, 400

Conductor Cutter and Steel Wire Cutter

em number Model Cutting Range
Cutting ACSR with section below 630mm2
0741 J30
Cutting steel strand with section below 100 mm2
e fid Cutting ACSR with section below 720mm2
Cutting steel strand with section below 150 mm2
Cuiting ACSR with section below 800mm2
0743 JZ5
Cutting steel strand with section below 150 mm2
Cutting ACSR with section below 1440mm?2
0744 J50
Cutting steel strand with section below 180 mm2
0745 J14 Cutting steel rope section diameter below ©20 mm
0746 J25A, Cutting steel rope saction diameter bslow ®30 mm
0747 J33 Cutting steel rope section diameter below 33 mm

Feature

1.Cutting the steel wire rope;

2.t could be operated by one hand only due to light weight;
3. The utility model has convenient operation, is labor saving

and safe and can not damage cable wires and human bodies.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Hydraulic Tools

Cable Cutter

ltem number Model Cutting Range
0748 CC325 Cutting Off Copper Or Aluminum Cable belowZ40 mm?
0749 J40B Cutting Off Copper Or Aluminum Cable below240 mm?2
I i 2
0750 Cutting Copper lﬂr Alumlnl..lm a:.:abla below300 mmZ,
Maximum opsning is 40 mm.
Cutting Copper Cr Aluminum cable below300 mm2,
Bitat e Maximum opening is 40 mm.
i i 2
0752 1400 Cutting Copper :‘JrAlumnl.l.m n::;able below300 mm:=.
Maximum opening is 40 mm.
0753 140 Cutting Copper Or Aluminum armeored cable below3d00 mm2.
Maximum opening is 40 mm.
0754 159 Cutting Copper Or Aluminum armored cable below S00mmé.
Maximum opening is 52 mm.
Cutting Copper and Aluminum amored
- - cables diameter below ¢ Yomm
0756 105 Cutting Copp-lar and Aluminum amored
cables diameter below ¢ 95m
Cutting Copper and Aluminum armored
0757 e cables diameter below @ 100m
Cutting Copper and Aluminum amored
0758 e cables diameter below ¢ 130mm
Cutting Copper and Aluminum armored
e JH00 cables diameter below ¢ 160mm

Use: apply to cutting electricity cable or communication cable etc,

Conductor Stripper

ltemn Mumber| Model |Applicable Conductor | Weight{ka) | Specifications of Dies
0760 L1 LG J240~400 2T o0 SRS O B0
0761 Lx2 LG J500~720 3 534,38
0762 840 LZJ900~1120 il 900, 1000, 1120
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Hydraulic Tools

Hydraulic Cable Cutter

[tam number 0763 0764 0765
Model EC40 EC-85 EC105
Crimping force S0KN 60KN 120KN
g s amored CUJAL armored CU/AL armored CLUYAL
cable ®40mm max cable ®85mm max cable ®105mm max
Stroke 40mm &5mm 105mm
voltage 18V 18V 18V
Capacity 3.0Ah 3.0Ah 3.0Ah
Charging time Zhours 2hours Zhours
Weight approx.N.WS.BKG approx.N.WB8.5KG approx.NW13.0KG
GWI1.0KG G.W14.5KG G.W20KG
sfic box lastic box lastic box
g ETE:DIN 30mm ﬁ:"ﬁﬂﬂﬂ J0mm ET:*EI]THDmm

Feature

One key control,Cutting head rotates 350°

Two stage hydraulics, Shorter charging cycles

Automatic retractionwhen cnimp s completed Battery power display

Battery Powered Crimping Tool

ltem number 0766 0767
Model EZ 300 EZ400
Crimping force (KN} 60KN 120KN
Crimping range 16-300mm?* 16-400mm?
Crimp charge 320fimes (CU150mm?) 120times (CLUMS0mm?)
Crimping cycle 3s-6s(depend on the size of cable) 6-18s(depand on the size of cable)
Stroke 17mm 42mm
voltage 18V 18V
Capacity 4.0Ah
Charging time Zhours
; approx. N.WHOKG
e G.WI7KG
Package plastic box
Feature

Toolhandrotated 360 degrees; automatic pressure release,

Li-ion battery powered,
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,LTD.  Conductor Installation

U-Shape Bend Resistance Connector

Main Dimension (mim ) _
ltem Mumber| Model A p STE Fated Load (kM) | Weight{kag)
0768 LU=t | B8 | B8 48 | 10| 14| 28 10 0.2
0769 Bl U=3 | &8 | #8200 | 32| | & 30 022
0770 bt | 50 | 86| 23| 168 | 19:[.42 50 0.6
AFE SlllEg | BE 0 28| 2| 22| g0 a0 0.8
LhET SLU=40 | 58 126 30 | 22 | 26| 54 100 .2
Al e SLU-13 | BT [134] 32 | 24 | 27 | 56 T30 T
0774 SLLETYS | BF PE38 | B | 27 | 26| 56 150 i
DFT o SLU-25 | 80 (178 44 | 32 | 35| ¥2 250 3.0
0776 Sl | 80 [178) 44 | 32| 25| ¥2 280 3:0
B SLU=32 | 85 (186 42 | 30| 28 | 80 S2h 3.9

Uses:To connect pilot rope lengths or pulling rope lengths and to pass overthe puller ortensione bull wheels,

Motes:"d" refers to the diameter of pin

<
%7 /
i i
@ C F
B B —
Line Stringing Swivel
Main Dimension (mim) _
ltemn Mumber | Model Rated Load (kN} | Weight(kg)
% | B | & | | E

0778 SL¥-05| 19 | 681 | 40 | 8 g 5 0.2

0779 S %-1 |20 |J00 |78 | 42 | 13 10 0.4

0780 Sixeg |85 |10 en | 14 | 99 20 0.55

0781 SL¥-3 | 37 | 128 95 | 16 | 16 30 0.65

0782 SL¥-5 | 42 | 154 | 116 | 18 | 17 50 1.5

0783 SLX-65| 51 | 185|140 | 20 | 19 65 2.0

0784 SL¥-8 | 57 | 220|165 | 24 | 22 80 2.4 S
0785 SL130 | B2 | 248|192 | 26 | 24 130 3.5 '/f” ) T
0786 SL180 | 75 | 294 | 222 | 26 | 26 180 7.2 “ -|—g+ == i e
0787 SL250 | 85 | 331|251| 30 | 30 250 10.6 g Ded o i
0788 SL250Y| 80 | 323|243 | 30 | 30 250 8.0 L i LA
0789 SL320 | 85 | 346|264 | 38 | 30 320 9.7

Uses:To connect the pulling ropeto the mesh sock joint mounted on the conductor, they are
designed to avoid torsion strain accumulation.
NMotes:Model SLE0OY and SL250Y are rocking head type, rocking angled 6°

Add Quality, Addyalue in Power Transrmission Line
Strugging to develop the enterprise and sharing disgrace and honor with the entarprise







NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,LTD.  Conductor Installation

Two Bundle Conductors Stringing Board

ltem Number | Model Rated Load (kM) | Weight(kg) ;&;Stﬁhﬁgf{fﬂpﬂ;cable Features

0816 572-8 g0 17 75

n&17 Sy 0 =T, a0 19 100 Conductors areindependent of each other.
0818 S72-8B g0 19.5 110

05149 SL2A-8 g0 90 100 Balanced pulley type

ng20 SL2B-13 130 3% 340 Conductors areindependent of each other.
0821 e |3 130 L T Conductors areindependent of each other.
0822 S5Z2B-18 180 g0 145 Conductors areindependent of each other.

Motice

If other specifications of pulleys are required to support our Two Bundle Conductors Stringing Board,
a clearindication should be given inthe contract.

Three Bundle Conductors Stringing Board

ltem number | Model Fated load (kM) | Applicable stinging block sheave widthimm) | YWeight (kg) | Steelrope length (m)
0823 573A-10 100 100 114 1=30+1=15%
0824 SZ3A-13 130 110 130 1=30+1=15%
0825 SZ3A-18 180 110 142 1x30+1x15

Feature: It is designedtoavoid torsion strain accumulation during line stringing
Motes: Can be customized according to the specification of other stringing blocks.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,LTD.  Conductor Installation

Four Bundle Conductors Stringing Board

ltem Mumber | MModel FRated Load (kM) | Weight(kag) ;&;Stﬁhﬁgf{fﬂpﬂ;cable Features
0826 SS4A-13 130 96 100 Balanced pulley type
B82T >74B8-13 138 B 100 Conductors are independent of each other,
0828 SL4B-18 180 95 110 Conductorsare independent of each other.
08249 S74B8-25 il 110 THE Conductors are independent of each other,
0830 Sl40C-25 sl 58 340 Conductors are independent of each other,
0831 o/ 4B8-32 320 THH Tes Conductors are independent of each other,

Motice . Can be customized according to the specification of otherstringing blocks .

Six/Eight Bundle Conductors Stringing Board

ltem Mumber M odel Fated Load (kM) Welght (kg) Width of Applicable Sheave (mm)
0832 SL6B-25 250 140 110
S s SLG6B-250A 250 131 100
0534 =/3B8-28 230 240] 110
Remark

Other specifications of pulleys should be clearly indicated in the contract ifrequired to
support our 8 or 8 bundle conductor stringing board.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Single Conductor Line Cart

Conductor Installation

tem Number | Model | RatedLoad (kN | Dlemeeretwheel |- e i1 ouan Weight (kg)
0835 SFD1A 1 55 ©25 7
0836 SFD1B 1 ©80 ©40 7
0837 SFD3 | 160 D40 34

Uses: Toinstall accessories and inspection on single conductor. SFD1A IS used for telecommunications cable .

Two Bundle Conductors Line Cart

tern Number | Model ey | oamm roudh | Cangueter SSENCe wsigrit kg)| ek

400 34

0838 SFS?2 1 D40 450 36 Horizontal
500 38

0539 SFS400 1 P40 400 40 Wertical

0840 FC400/450S | 1 D60 4000 450 34 Horizontal

0841 SFS1-400 1.5 H70 400 38 Horizontal

0842 SFS1-450 1.5 H70 450 40 Horizontal

Uses:to mount accessories and to overhaul.

Motes: should confirm the distance between conductors before proceeding production

067
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Conductor Installation

Three Bundle Conductors Line Cart

Maximum through

Conductor distance

ltem Mumber| Model Fated Load (ki) diameter (mm) (rim) Welght (kg)
0843 SFT400A4 . GE0 400 36
0844 SFT400B 55 GED 457 36
0845 SFTE00 15 GED 500 36

Four Bundle Conductors Line Cart

tem Number| Model E;?j?km Eﬂifr:]rgf‘erp(trﬂﬁ‘gh C‘j”d“ﬁtrﬁr':nd)'gtame Weight (kg)

0846 SFS1 15 B70 e 40

500

400

450 36
0847 SFS3 1 b40 500

450 38

500 40
0848 FCS400/450 : D60 400~450 435

Uses: To mount accessories and overhaul on four conductorand soon.
Motes:Flease explain clearly inwriting the distance between conductors
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Antietwisting Braided Steel Rope, Lifting Tools

High Strength Insulated Fibre Rope

ltemn number | Diameterimm) | Lineardensity (g9/m) | After Diameterimm )| After Linear density (g/m ) | Break force (kM)
0880 2 29 3 S, 43
0881 3 4 B5 4.5 B 833
0882 BT B8 5 9.5 11.4
0883 4 9.31 5. T3 16.6
0884 4.5 153 B 16 19
0885 5 14 T 20 24 4
0886 & 20 3 283 31.9
0887 7 ) 9 36 43 6
0888 & 35 10 45 4 58 8
0889 g 472 11 a5 0.3
0890 10 56 1l 77 92 .5
0891 11 70 13 g7 i i
0592 12 g4 14 113.4 Vit
0893 13 98 5 142 T
0594 14 106 16 150 180
0895 16 132 18 177 219
0596 18 186 25 247 .3 296
Notes:

1. The materialis high strength fiber.

2 High strength and light inweight, flexible and easyin using

3 Pressure-proofandinsulated, the most suitable rope for hot-line worls

Silk Fibre Rope

ltem number|{Diameter{mm ) |¥YWelght{g/m )| Breaking force {t) | ltem number|Diameter{mm )| ¥YWelght{a/m ) | BEreaking force {t)
08487y B 128 0.25 e s 12 114 5
0898 4 taH 0.4 18l 14 145 &
0899 5 21 § 55 EETT L 16 180 g
0800 B 35 1 18171k 18 230 10
0901 g 60 1.6 ek 20 290 12
0an2 10 g0 3
Notes:

1. The matenal is silk fiber, twelve strands structure with protective covernng.

2. Thisropeiswidely used as leading rope in line construction.
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Conductor Lifter

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Antietwisting Braided Steel Rope, Lifting Tools

ltemn number 0903 | 0904 | 0905 | 0906 | 0907
Model ST8 | BTi12 | ST25 | 5T40 | 8T80

Fated load (kM) 3 §41 25 40 G0 ‘ .

Tray length (mm}| &0 120 200 260 265 |

Traywidth{mm | 36 48 40 50 60

Weight{ka| 0.9 35 7 10.5 12

Two Bundle Conductor Lifter

ltem Mumber 0ans 0ang 0910 I
Model ST20R | STSOR | STE0R
Rated Load (kM) | 2=12 | 2=25 | 2=x40
Tray Lengthimm}| 120 200 2B ¢
Welght (ka) 13 206 410 E
o)
ik
!
%
o) & g
' o~

Three Bundle Conductor Lifter

ltermn Mumber 0911 0912 0913
Model ST2BT ST6T1 | Sl=tz0T
Rated Load (kM) S 325 =40
Tray Length {mm) 120 200 260
Wieight (kg) 29 39 64

06/

Uses:To liftthree bundle conductors(lift one side of six bundle conductors S500-7 50kY )
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Four Bundle Conductor Lifter

lterm Mumber 0914 0915 0916

Model SERDE | ET1008: | ST1803
Fated Load (kM) g 4=25 440 | -r’;'
Bracket Length (mm) 124 200 260 ‘ |
Wieight (kg) 25 67 g7

OPGW Tools

Uses:To lift fourbundle conductors

Anti Twist Tension Stringing Tool

ltem number Model ﬁg%igtaetiltemﬁmpjew mgaﬂraiétmi(gﬁ_m) YWieight (ka)
0917 ZB1 &kt 518
0918 ZB2 D16~23 32 25125
0914 ZB3 DE~12

Uses: For OFGYW construction, two anti twist running board. the gap of anti twist runningboard is 2m

to screw it on OPGW directly, can pass ©EE80mm pulley groove.

Self-Moving Traction Machine

ltermn Mumber 0920
Diameter Range of Pulley (mm) Da-26
Maximum Angle of Climb (7) 3]

Typeof Gasoline Engine Generator YRA50/650WY
Typeof Dnving Motor 100Y Y J140-3 (1400
Femote ControlLinear Distance (m) A00-500

Overall Dimension (mm) 47 7= 488= 763

Funning speed (mfmin) iz
Horizontal Fulling Force (M) 3500
Welght (kg) 46 5

Block Recover Damper Machine

ltem Mumber 0921
Eraking Force of Damper (M) 70
Maximum DiameterRange of Pulley (mm ) P16

Overall Dimension (mm) 280 130X 237

Weight (kg) 3

Motes:Use Matched with ZZ2C350 selfmoving traction machine
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. OPGW Tools

Cable Replacement Double Pulley

ltem number HES BEes 0923
hModel SHZ2-0PGWY1 SH2-0OPGWY2
Rated load (kM) 2 2
Dimension {mm) o2l x343 125=65=36%
Wiieight({ ko) 2k 2.2

Uses: :Suitable forexchanging overhead earthwire with OFGYY operation

Cable Blower Set

ltemn Mumber 0924

Maximum Conveying Force (n) F00 (consecutive adjustable )
Convevor speed (mdmin) g-20 (consecutive adjustable )
Diameterof Applicable Cable (mm ) D10-24 3

Diameterof Applicable Silicon Core Pipe

: : . DIEADAZ, DIEAD3A QIZADA0, DA E, DAZADS0
(outerdiameter/innerdiameter) {mm)

Overall Dimension {mm); 1380= 700= 850
Wieight (kg) 125
AlrDisplacement of the Matched Air Compressor (m3/‘min) Upwards of T0m3/min
AlTPressure of the Matched AirCompressor (MP a) Upwards TMFa
Maximum Qi Fressure (MFa) T

Hydraulic Ol Flow (L/min) 10

Gasoline Engine (HFrpm) /1800

Length of RubberHose (m) 5

Dimension {mm) F80=x470= 780

Wieight (kg) 7.5
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Cable Installation Tools

Cable Ground Roller (Cast Aluminum Support)

ltem Mumber

Model | Rated Load (kM) |Diameter of Applicable Cable (mm )| Weight (kg

95

SHL1

o

0.4

P150

09286

SHLMN

o

Sl

Uses:The modelwith "N" is nylon roller the otheris aluminium roller.

Cable Ground Roller (Steel Plate Support)

ltem Mumber| Model FRated Load (kM) [Diameter of Applicable Cable (mm ) | Weight (kg)
0927 SHLAE 3 55
$150
0928 SHL1BM 3] 34
09249 SHLZEM o P 160 5.5
0930 SHL3EM 3 G200 5.0

Uses:The modelwith "M" is nylon rollerthe otheris aluminium roller.

Cable Ground Roller (Steel Pipe Support)

ltem Mumber| Model Fated Load (kM) [Diameter of Applicable Cable (mm ) | Weight (kg)
0931 SHL1G 3! 150 5.7
0932 SHL1GH 3! 33
0933 SHLZGHM 3 160 G4
0934 SHLIGH 5 G200 8.0

Uses:The modelwith "M" is nylon rollerthe otheris aluminium roller.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Cable Installation Tools

Cable Ground Roller (Steel Pipe High Support)

ltem Mumber| Model | Rated Load (kM) |Diameterof Applicable Cable (mm ) | Weight (ka)

U925 BHLE D 9.4
®150

09356 SHLGTH 4] fise

Uses:The modelwith "N" is nylon roller the otheris aluminium roller.

Corner Ground Roller Assembly (Three Roller)

ltem Mumber| Model FRated Load (kM) [Diameter of Applicable Cable (mm ) | Weight (kg)
0937 SHL2Z 10 =150 2
0938 SHLZN 10 =150 10
0939 SHLS 10 =120 11
0940 SHL3N 10 =120 g
094 1 SHLAM 10 =200 26
Notes:

1. Theycanbe bullt up arbitrary turning angle on reguirements.

2. The model with Mis nylon roller.

Cable Turning Roller

ltem Mumber rModel Fated Load (ki{) Structurs
094 2 SHLI 10 Une-way
0943 SHLZ 1N 10 Une-way
0944 SHEZYT 10 Both-way
0945 SHLZ1TM 10 Both-way

Notes:Forsmallturming adius of small sectional conductors.

the modelwith M is nylon rollerand the others are aluminium roller,
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Cable Installation Tools

NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

B Series Cable Protection Roller

ltem Mumber M odel Tube Diameter{imm) | Weight (kag)
0946 SHEOE a0 43
0947 SHI0B 40 4.9
0948 SH100B 100 5.2
08949 SH130B 355 B3
0850 SH16EEB 50 B
08951 SH200B 200 12

Feature:1.The roller can be placed intube entrance at arbitrary angle . lockable.

2. Mylon roller

C Series Cable Protection Roller

ltem Mumber M ode| Tube Diameter{mm) | Weight (kag)
0952 SHE0C a0 17
0953 SHEOC a0 18
0954 SH100C 100 20
0955 SH130C 130 205
0956 2 Lt 150 2
0957 SFIZHGE 200 A

Feature:1 . Three rollers . the curvature radius is 450mm.

2. Therollercan be placed intube orifice at arbitrary angle. lockable.

3. Mylon roller

C1 Series Cable Protection Roller

ltem Mumber M odel Fated Load (kM) Structure
0958 SHB0C 50 24
09549 SHA0C a0 25
0960 St T 100 26.5
0961 Srikane 130 25
0962 SH1500 150 285

Notes:1 Fourrallers. the curvature radius 1s 1000mm .

2 Therollercan be placed intube orifice at arbitrary angle . lockable.

3 Mylon roller.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Cable Installation Tools

D Series Cable Protection Roller

ltem Mumber M ode| Tube Diameter{imm) | Weight (kag)
0963 SHE0DA a0 43
0964 SHA0DA 40 4 6
0965 SH100DA 100 5.1
0966 SH130DA 355 6.9
0967 SH1500DA 50 9.0
0968 SH200DA 200 28

Feature:1 Singleroller fixed locationmechanism 300mm .

2. Mylon roller

Pithead Cable Roller

ltem Mumber

0964

0970

0971

Model

SHHR1L

SHHTMN

SHR1G

Foller size (mm)

D160=80. bottom diameter ©110

Foller Maternal AlUminum Mylon =teel
Weight (kag) A 5.2 TS
Motes:

1.Protect the Cable (maximum $80) and pulling rope |

2. Laning againstthe side of pithead directly while using

Multi-Roller Pithead Roller

ltem Mumber nav2 0973 0974
Model SH4504 SHTO00J3 SHTO00JE
Curvature Radius {(mm ) R0 700 F 700
Maximum Diameter of Cable (mm ) 100 P 160 D160
Numberof Roller 3 3 §]
Wrap Angle (%) 45 45 a0
Wieight (kg ey 14 24
Notes:

1.FProtect the conductor and pulling rope

2. Leaning against the side of pithead directly while Uusing

077
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Cable Installation Tools

Opening Protection Cable Roller

ltem Mumber 0975
Adiustment Range (mm )| 300~400
Weight (kag) 3

Motes:1 Avoid cable totouch the ground

2 steel Raoller

Three Wheel Cable Roller

ltem Mumber 0976
Maximum Diameter of Cable (mm) d 100
Welght (kg 12

Uses:lsetolaythe cable onthe ground o cable bridge.

Characteristic:1 lUse at straight line orcomerand it con be disassembled as 3 rollers

2 Mylon Raoller

Aerial Cable Stringing Roller

ltemn Mumber 0977
Maximum Diameter of Cable (mm) a0
Rated Load (kM) 10
Foller Dimension (mim ) 1o 0= 70=100=R4
Hook Opening (mim) 24
Wieight (lkg) 2.8

Uses:To aenal electric powerand communication cable construction.

Characteristic: 1. One side can be opened

2 Mylon Roller
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO,, LTD. Cable Installation Tools

Conductor Mesh Sock Joints

ltem number Model Applicable ConductorlACSR) Rated Load
Single head Double head (KN)
0978 097 8A SLW(S)-1.5 ACSR70-95 15
0979 09794 SLW(S)-2 ACSR120-150 20
0980 09804 SLW(5)-2.5 ACSR185-240 25
0981 09814 SLW(S)-3 ACSR300-400 0
0987 09824 SLW(S)-4 ACSRS00-500 40
0983 09834 SLW(S)-5 ACSR720 50
0984 O848 SLW(S)-7 ACSR800 70
0985 09854 SLW(S)-8 ACSR1000-1120 80
985 0O86A SLW(S)-12 ACSR1250 120

Applytoconnecting and gripvarious ACSRE inreleasing wires. |t can pass throughvarnous stringing block ortensioning wheel.

OPGW/ADSS Mesh Sock Joints

Applicable Optical Cable
ltemn number Rated Load (KN) Length {m)
Diameter {(mm)
0987 &7-11 10 1.4
0988 $11-15 15 1.4
0889 1517 20 1.4
0990 P17-22 29 1.4

Applyto ADSS or OFPGYY cable construction.

Cable Sock Joints

ltem Mumber Model |Diameterof Suitable Cable (mm) | Rated Load (ki)
0991 SLVW16 D12~16 8
0992 SLWVW20 D 16~20 10
0993 SLWW25 PI~25 2
0994 SLVW3T BAS=37 18
0995 SLWYS0 BT ~50 28
0996 SLVWED D50~60 15
0997 SLWWED PEO~E0 20
0998 SLWW100 DEO~100 25
0999 S 120 $100~120 30
1000 SLWW150 G2 (=150 30

Uses:To string electric power communication, optical fiber cable,
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NINGBO LINGKAIELECTRIC POWER EQUIPMENT CO, LTD. Safety Tools

Zoom Sag Scope

ltemn Mumber ANk
Magnification 4 times
sSpecification of Applicable Angle lron | < S6~125
Weight (kg) 5

Cc2000 Cable Length Measurement Meter

ltemn Mumber 1002

Suitable Maximum Diameterimm) PEl

Maximum Measurnng Length {m ) 9999 .9 S
Weight (kg) 3

Tower Mounting Adapter for Transits

ltem number: 1003
Uses:To fix the theodolite on the towerto observe Sagging, height,and distance,

Weight{kg):0.3

Steel Climber

ltemn Mumber | Diameterof Applicable Pole (mm) | Weight (kgfpcs) Femarlk

1004 ¢190-p300 3.5 variable distance :
100% G 300-d4 00 4.0 Variable distance
Feature :Made of high quality alloy. special heat treatment

Route Measuring Meter

wo—

ltem number: 1006

Model: J21000
Uses: Applytomeasuring distance inand out doors, single

Wiheel, maximum measuring route is 99949 9m

Weightikg): 3
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Safety Tools

Conductor Thermometer

ltem Mumber: 1007
Measurement Range {C):-50~50

Uses to measure the practical temperature of conductor during tensioning it.
Weight(kg) 0 4 3 “'i — )

Aluminum Alloy Aerial Balance Ladder

ltem Mumber | REated Load (kM) Length (m) [ ¥Weight (kg) | MumberofHanging FPoints
1008 2 13 4
1009 2% i 4
1010 b3 2x2 28 5
1011 5 0RS 36 8

Uses:To be used during operators pulling wires in aerial poising stringing method,etc.

Ee W - = - - " - .
%‘—: A W . W - - - q_ﬂ

Aluminum Alloy Hook Ladder

ltermn Mumber I8
Rated Load (kM) ety
Length {m) it
YWileight (kg) 17

Uses:forhangingwires operation.the on head of the ladder hangs on

the corossarm angle iron and the other head on the conductor,

Aluminum Alloy Ladder

tem Number | Model F“'Erh‘?n”;.gt“ Lcé?wngttrﬁ E:ri[rin[’]nﬂ) ngegahrti?lgg) Weli:]g?wat?kg) 8
1013 LGS-25 2500 5.0 g—
1014 L GS-30 3000 5.5 .
1015 L GS-35 3500 5.1
1016 L GS-40 4000 _— 6.6 -
1017 LGS-40 4000 2700 13 i
1018 LGS-50 5000 3700 15
1019 LGS-60 5000 3900 18 il
1020 LGS-70 7000 4200 20

Precautions

1. Firstly, the metal ladder is conductive, so the live working is prohibited. o
2. BEachcomponent should be checked inadvance to knowwhetherit is in good condition.
3.0uraluminum alloy ladder must not be used onthe soft, rough orsloping ground, orthe
gmun_d with steps. _

hile chmbm?, ouruser should face to the ladder and nﬁjhtly hold the ladder po
2. 0uruser must not stretch his body excessively or force himselfto work, so that
center of gravity causing accidents can be effer:tw_el%ilfreuented. _
B WyWhen ouruserclimbs with their objects, overweight should be avoided, _
7. Ifthe ladderis not high enough, our user can not connect our product with long ladder legs for use by himself,

le
the unsteady
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD.

Safety Tools

Aluminum Alloy Aerial Balance Ladder

ltem Mumber

W odel

Wateral

Applicable Range

1021 Ellipse 38x56x5x2000 H
1022 Ellipse 38x56x5x3000 SBAT Dioxygen

1023 Ellipse 39x57x5x4000 Phenolic Pipe —
1024 Ellipse 40x28x5x5000 Transformer Substation R
1025 Square Tube 60x30x3x2500 Transmission Line -
1026 Square Tube 60x30x3x3000 | 3240 Winding

1027 Square Tube 60x30x3x4000 | EPOxyFipe —
1028 Square Tube B0=30=3=x5000 |

Insulating Flexible Ladder

ltem Mumber | Length After Stretch Material Applicable Kange
1029 2
1030 2k Fushtorepairin
1031 3 HIOMEPOXY | city Transformer
1032 3.5 Substation inspection
1033 4

Insulating Rope Ladder

ltem Mumber:1034

Specification: @12x300mm the length can be customized

Theropeintwo side use weave method,innercore use ©12mm, the rung use epoxy resin pipe

Aluminum Alloy Frame Sty

ltemn Mumber 1035
Rated Load (kM) 15
Length (m) 4
section Size (mm) A00=450
Wieight (kg) 32

le Working Platform

Uses:onthe strain poles forclipping-in conductorofaenal compression joining operation,etc,

Motes:\VWhen large load required more suspension ropes are needed.

the platform should be tested before each use the rope must fasten the underbeam.
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO, LTD. Safety Tools

Safety Grounding Equipment Security Earth Wire

Grounding Wire Configuration Table:

Ground soft copper wire
Length of Ground Operation Rod{mm)
Voltage class
(mm3) (m) ;
Insulating Handheld Total length
10KV 25 1*3+7~1.5"3+20 00 300 1000
oKV 25 1.5"3+18 900 600 1200
68KV 25 1.5"3+20 1000 600 1600
o3
110KV 20,35 1300 700 2000
2'3+20
9*3
220KV 20,35 2100 800 3000
F3+25
JI0KV 35,50 12°3 4*3+425 3000 1100 4100
200KV 35,20 13°3~20°3 4100 1400 500
220-500KV Overhead
25 1*3+7~1.5"3+20 700 300 1000
ground wire
High pressure test
35,50 5 3~10"3 700 300 1000
equipment
The rated value of the copper wire per meter:
Sectional rea{mmy) 10 16 25 35 50 70 95 120
Wire iameter{mm) 4.2 5.7 7.5 878 11 12 16 17
Sheath
7.3 78 96 11.2 12.6 16.5 21 22
diameter(ML{l)
Resistance value(A)) 1.88 1.24 0.79 0.56 04 0.28 0.21 0.16
Safety current S0 100 123 150 210 238 300 300

Itis suitable fortransmission lines, power plants and substation equipment, short circuit grounding for power outage maintenance.
Feature

1. Wire clamperwith aluminum alloy casting, high strength, good conductivity,

2. The portable short-circuit grounding wire i1s packed in canvas bag with exported wooden boxes,

wihich is easyto carry and transport

ltem Mo 1036
Double tongue tension{Transmission line type )
lterm Mo 1037

spiral compaction {Transmission line type)
ltem Mo 1038

spiral compaction (Substation type)
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NINGBO LINGKAI ELECTRIC POWER EQUIPMENT CO., LTD. Safety Tools

Personal Safety Grounding Wire

Item Number Type Section Area of Earth Wire (mm2)| Number of Wire Clamp (pcs) | Length of Earth Wire (m)
1039 Triple phase 16 3+1 3%x0.9+4+0.9
1040 Single phase 25 141 3

Uses:To prevent worker from getting an faradism shock on the dead lind,
serve as auxiliary safeguard to prevent the unexpected electric shock,
protect the worker's life safety.applicable for various voltage rate,forbid
grounding with safety grounding wire,electric inspection grounding

security circuit.

Feature:ltis needless to clip conductor manual,just adopt auto clip conductor
by falling clip to conductor with nylon, while need to disassemble only lift up.

Grounding and Short Circuit Wire

Section Area of Thickness of Protective

ltem Number Copper Wire (mm?) | Layer (mm) Remark
1041 16 1.0 Single phase or triple phase
1042 25 1.0
1043 39 1.0
1044 50 1.2
Notes:

1.Used to temporary short and grounding for dead line equipment and circuit,
prevent the accidental damage to operator and equipment.
2.Should confirm single phase or triphase before placing order.

Grounding Pole (Grounding End Clip)

ltem Number Name Uses
1045 grounding pole They can be used in cooperation with
1048 grounding end clip the portable short circuit grounding pole.

Notes:

1.Used to temporary short and grounding for dead line equipment and circuit,

prevent the accidental damage to operator and equipment.

2.Should confirm single phase or triphase before placing order.

Safety Harness

ltem number Product name Load(kg) | Remarks
1047 Band safety belt 100 Band Type
1048 Rope safety belt 100 Rope Type
1049 Double shoulder harness 100 Rope Type
1050 Full body harness
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